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IN SEARCH OF INCREDIBLE

FASTEST 802.11 PR | _

ASUS AC Routers & Adapters pc
Pick Your Perfect Partners for PRO

Ultimate Performance o3

— - World'’s Fastest AC Wi-Fi

Pair your ASUS dual-band AC routers and adapters for up to
1900 Mbps, perfect for HD video streaming and online gaming!

FAS Networking Solutions
FAST -EASY -STABLE

30 Seconds, 3 Steps Easy Set Up

With the new ASUSWRT interface, setup, monitor and control
network is just a piece of cake!

Enhanced Signal Range and Stability

With ASUS AiRadar, enjoy extended coverage, dynamic data
speed increases, and enhanced stability!

ASUS AiCloud - Your World on Demand

ASUS AiCloud keeps you connected to your data everywhere.
Even better, connect your router with another AiCloud
compatible router and expand your cloud even further!

AC1200 AC1900 AC1200

Model name RT-AC66U RT-AC56U PCE-ACES WP USB-AC56
smaltcisaasr S 4 ;
Data Rate 1900 Mbps 1750 Mbps 1167 Mbps 1900 Mbps 1167 Mbps
Antenna 3 external 3 external 4 internal high efficiency 3 external 1 external, 2 internal
Frequency 24G, 56 24G,5G 246G, 5G 246G, 5G 2.4G, 56
64/128-bit WEP, WPA 64/128-bit WEP, WPA 64/128-bit WEP, WPA . T
Encryption /WPA2-PSK, WPA/ /WPA2-PSK, WPA/ /WPA2-PSK, WPA/ Goa i ol el
WPA/WPA2-PSK WPA/WPA2-PSK

WPA2-Enterprise, WPS

Windows® 8, 7, Vista, XP,
Support 0S Server 2003, Server 2008
Max 05 X 10.1~10.8, Linux

WPA2-Enterprise, WPS

Windows® 8, 7, Vista, XP,
Server 2003, Server 2008
Max 05 X 10.1~10.8, Linux

WPA2-Enterprise, WPS
Radius with 802.1x

Windows" 8, 7, Vista, XP,
Server 2003, Server 2008
Max 0S X 10.1~10.8, Linux

Windows® 8, 7, Vista, 2000, XP

Windows® 8, 7, Vista, XP MacOS X 105~108

*Results as of Sep 2013, SmallNetBuilder.com.
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DSL-AC68U S—
vabend — Fytyre-proofed versatility with

ADSL/VDSL Modem Router

the world's fastest wireless speeds

Dual-band Wireless-AC1200 USB 3.0
Wi-Fi Adapter

Dual-Band Wireless-N900 Gigabit Stylish Concurrent Dual-Band

Router :  Wireless-N900 Gigabit Modem Router

& -
USB-AC56

RT-N66U DSL-N66U

. . MALAYSIA ASUS ROYAL CLUB T
ASUS Hotline: Monday - Friday Web ASUS @ KUALA LUMPUR (RCSWAF) : Tel: 603 6279 5077 KUCHING (RCKCH) : Tel: 082 457 612 Like” us @_
03-7724 3495 | 9am - 6.30pm my.asus.com PENANG (RCPG) : Tel: 04 650 6780/6762 KOTA KINABALU (RCKK) : Tel: 088 210 650 1 asusmalaysia




WHY ASUS WHY ASUS
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No.1 for wireless routers two years running &%

st
Cacellerice

Winner of PC Pro Excellence Awards in 2012 and 2013 AWARDS

2013
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Key Features

7 ASUS PRO QoS o Printer Sharin
G4 L~
& Prioritize bandwidth via an intuitive interface @ . USB connectivity and fast wireless networking
pno GoS rather than rely on preset router speed Printer add printer and file sharing functions to ASUS

ibthude controls, putting preferred applications first for Sharing routers, allowing better productivity and saving
Bandwidth Priortization  smoother throughput even with background Anywhere in Home you the cost of maintaining standalone server
activity. hardware.
8 53

4@  Enhanced Media Server @ i Download Master
Enhanced Connect to a variety of multimedia devices for ul All-day background downloading even with PCs
Media Server  smooth video and audio streaming. Download turned off make sharing easier with multi-format
Netavork and Py Master support, while BT Engine accelerates file access

* A trademark of Ziff Davis, Inc. Used under license. PC-otf Downloading to save time and bandwidth.

3G/4G Shari VPN S
LEAD ING SPEED AND PERFORMANCE é é:% Get online usin?[«lar:rg modem or via a 3G/4G __ & ﬁ Easily setﬁ;:?lLN server to browse the web and

\\v /7
' USB dongle - the choice is yours. With 3G/4G access online content with no regional restrictions.
36/4G sharing : 4 VPN Server g

Mbps Al p oy failover function, you can get a backup plan Featuring MPPE encryption, your activities and
1900 i ways onand eomee= should DSL fail to connect. Secure Rocess Everyfere data remain secure and confidential at all times.

ASUS Routers always use the best components:

» Unique cooling designs prevent overheating * 2.4GHz/5GHz transmitters deliver ultra-fast data transfers
» Powerful CPUs provide high performance throughput * Up to 256MB RAM optimizes performance and heavy load stability
The RT-AC68U makes use of the finest components, and offers exclusive AiRadar signal

ASUS AiCloud
enhancement technology.

........ o .................... Yourworld on demand: sync, Share, and Stream!

I 7Y EASY SETUP

30" setup

Home entertainment & gaming

The new RT-AC68U brings you the world’s fastest ac wireless speed of simultaneous
1900 Mbps. It is perfect for lag-free streaming and maximized throughput, with the 2.4
GHz band for smooth internet browsing and the 5 GHz band for HD streaming and 800

‘ 450
gaming. 300

900

Indcators show the connection
stas

B uostromo

[E) percomecton

ASUS AiCloud** lets you access, store, and share all your photos, videos, files, and other data from your
router to any connected desktop, notebook, and storage device on the go and totally hassle-free. Easily
\ _ sync with your ASUS WebStorage account and even friends’ AiCloud accounts, making your private and
v coneecion public cloud into one — and best of all, storage expansion is unlimited!

usg HoD

*ASUS-tested and The whole new Router-to-Router Sync function allows you to synchronize your stuff with storage devices
verified setup time. connected to other compatible ASUS routers — it's as simple as choosing a sync folder. Sharing with

Actual duration may friends and family is now easier than ever!
vary by ISP, specific

=S R TP Multi-device access & management

The user-friendly ASUSWRT dashboard allows ASUS routers to offer intuitive three-step
setup in just 30 seconds®. It helps you manage networks via a clear graphical interface that
puts every feature within instant reach. USB ports and integrated applications increase connection type,
your enjoyment and productivity, enabling storage, printer, scanner, and 3G connection i location, and other
sharing to maximize network utility. i s L factors.

..................................................................................................................... use N

A@, STABLE AND RELIABLE /

storage = h¥)
e

Home Network
\' u%
Ps i

Cloud Storage

Directional Signal Focus

Large spaces & multi-floor coverage

e’y ASUS AiCloud

Friend’s Netw-r;brk

Available on the

App Store

ASUS networking products always use the best components, offering extra-stable connectivity in
every situation. Powerful processing drives up to 300,000 data sessions, 20X than other routers!
Smart cooling prevents overheating for max stability, while exclusive ASUS AiRadar strengthens

transmissions with patented antennas that expand Wi-Fi range, covering multi-level homes and Z
offices. ** Syncing among separate AiCloud accounts coming soon-please check www.asus.com for more information.
*** Price, specification and availability are subject to change without notice. Please check with your supplier for exact offers.
Products/features may not be available in all markets. Refer to www.asus.com for more information.

1 Iah' * Price, specification and availability are subject to change without notice. Please check with your supplier for exact offers. WWW.asus.com 2
Products/features may not be available in all markets. Refer to www.asus.com for more information.



Ultimate AC Performance

RT-AC68U
Dual-band Wireless-AG1900 Gigabit Router

TAIWAN
EXCELLENCE
2013

& m d [-I
usB 3.0X
CERTIFIED \ 1300“:?503 e d kel

sones U (V1 WMAXIS Fiber

AlCqud AiRadar

Directional Signal Focus

Specification: 829

RT-AC66U
Dual-Band Wireless-AC1750 Gigabit Router

.,’é.

EXCELLENCE
2013

&
reddot design award
winner 2012
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450 Mbps USBXE All.'.:lnud an Saunnd

Concurrent 24 &5 GHz

Specification: 719

s U (V01 WAXIS Fiber

Network Standard : 802.11ac (5GHz): up to 1300Mbps/802.11n (2.4GHz): Network Standard : 802.11ac (5GHz): up to 1300Mbps/802.11n (2.4GHz): up to 450Mbps
up to 450Mbps/TurboQAM 2.4GHz: up to B00Mbps Operating Frequency : 2.4GHz ~ 2.4835GHz/5.1 ~ 5.8GHz

Operating Frequency : 2.4GHz ~ 2.4835GHz/5.1 ~ 5.8GHz Ethernet Port : 4 x Gigabit LAN ports & 2 x USB 2.0 for 3G/4G sharing, HDD sharing,

Ethernet Port : a;gﬁﬁﬁm :nUh?;ég ?nze;(iﬁigfgrgiggwsﬁ ﬁﬁrﬂ'& SAMBA, enhanced media server,FTP server and printer server

Antenna : 3x External dual-band detachable antennas mt;lr:; ) ?;:Sgrgﬂs :'L:za ;J;T;l%‘:r g::;e e

Memory : 128MB Flash/256MB DDRII RAM 4 . ) ;

Encryption : 64/128-bit WEP, WPAMWPA2-PSK, WPA/WPA2-Enterprise, Encryption : 84N 2Retk WEE, WEAWIEA=RE, WRAWEAS: Enterpsise,
WPS (Wi-Fi protected setup) WPS (Wi-Fi protected setup)

Dimensions : 220x 160 x 83.3mm Dimensions : 207 x 148.8 x 35.5mm

Weight : 6409 Weight . 4509

RT-AC56S PCE-AC68

Dual-Band Wireless-AG1200 Gigabit Router

. NEWPRODUCT |

s UF1 MAXIS Fiber

asq,

AiCloud

- 4
25X ScH: ub
Streamin

&R

SD-Sacond AiRadar ASUSWRT

Directional Signal Focus ~ Graphical Interface  Lag- Mc‘l‘r-umlslig App Enabled

Specification: D59

Dual-band Wireless-AG1900 PCI-E Adapter

[ o= 7
.F.h 300/600Miys 1 50%0 Mountable

Specification: 369

Network Standard : IEEE 802.11 b/g/n/ac. Up to 1200 Mbps Network Standard : IEEE 802.11a/b/g/n/ac
Operating Frequency : 2.4GHz, 5GHz Interface : PCI Express
Ethernet Port : WAN x1, LAN x4 10/100/1000 Base-T RJ45 Antenna : 3 xRSMA Antenna
Antenna . built-in high efficiency CPL™ antennas x4 Operating Frequency : 2.4GHz/5GHz
Dimensions : 147x 205 x 66mm, Weight: 406g Operation Channel : 11 for N. America, 13 Europe (ETSI)
AC input . 12V with max. 2 A current Product Segment  : AC1900 ultimate AC performance: 600+1300Mbps
Dimensions : 147 x 205 x B6 cm (WxHxD) Data Rate : 802.11 b/g/n/ac : downlink up to 1300Mbps, uplink up to
Weight . 406 g 1300Mbps (20/40/80MHz)
Dimensions : 103.3 x 68.9 x 21 mm (WxDxH)
Weight : 125 g (Device Only)
3 nseus

PCE-AC56
Dual-band Wireless-AG1300 PCI-E Adapter

\ NEWPRODUCT |

& - 2D\ @) P
TeN) B57/400Mzs 1 50% Modntable

Ultimate AC Performance

USB-AC56
Dual-band Wireless-AG1200 USB 3.0 Wi-Fi Adapter

i
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TAIWAN
EXCELLENCE

2014
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Mbps Software AP Streaming
24 IHI: 1‘5 GHz Easy-Share Access Lag-free Transmission

Network Standard : IEEE 802.11a/b/g/n/ac Network Standard : IEEE 802.11a, IEEE 802.11b, IEEE 802.11g, IEEE 802.11n,
Interface : PCl Express IEEE 802.11ac
Antenna : 2% R SMA Antenna Operating Frequency : 2.4GHz/5GHz
Operating Frequency 2.4GHz/5GHz Antenna : Internal 2 dBi PCB antenna x 3 External dipole antenna x 1
Operation Channel : 11 for N. America, 13 Europe (ETSI) Encryption : 64-bit WEP, 128-bit WEP, WPA2-PSK, WPA-PSK, WPS support
Product Segment  : AC1300 enhanced AC performance with TurboQAM; 400+867Mbps Dimensions : 11.5x 2.8 x 1.9 cm (WxDxH)
Data Rate : 802.11a/b/g/n/ac : downlink up to 1300Mbps, Weight : 50g
uplink up to 1300Mbps (20/40/80MHz)
Dimensions 1 120.9x99.1 x 21.6 mm (LxWxH)
Weight : 105 g (Device Only)
USB-AC53 USB-AC51

Dual-band Wireless-AG1200 USB Adapter

4

g/

TAIWAN
EXCELLENCE
2013

-

&\ 867/300 S mlng

/24 GHz Lag-free Transmission ~ Extension

Network Standard : IEEE 802.11ac

Operating Frequency : 2.4GHz/5GHz

Antenna . 2xPIFA

Encryption . 64-bit WEP, 128-bit WEP, WPA2-PSK, WPA-PSK, WPS support
Dimensions : 9.6 x2.6 x1.24 cm (WxDxH)

Weight 1 20g

Dual-Band Wireless-AC600 Wi-Fi adapter

Lok

Lag-free Transmission

Specification: 139

=)

Mac | 433150 Mbps

Network Standard : IEEE 802.11a/b/g/n

Interface : USB2.0 Port

Data Rate : 802.11ac:up to 433Mbps, 802.11n:up to 150Mps
Ports : USB2.0x1

Operating Frequency : 2.4GHz or 5GHz

Encryption : 64/128-bit WEP, WPA/WPA2-PSK, WPS (Wi-Fi protected setup)
Dimensions : 0.93x0.48 x 0.26 inch (30.98 x 16 x 8.64mm)
Weight : 4g

* Price, specification and availability are subject to change without notice. Please check with your supplier for exact offers.

Products/features may not be available in all markets. Refer to www.asus.com for more information.
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RT-N66U
Dual-Band Wireless-N900 Gigabit Router
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soves U1 WAXIS Fiber

Guest Parental r
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RT-N56U
Dual-Band Wireless-N600 Gigabit Router

s U1 WAXIS Fiber
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PC-off Downloading Atways on and connectéd
P — rv619 P —— w409
Network Standard  : IEEE 802.11a/b/g/n: up to 900Mbps Network Standard : IEEE 802.11a/b/g/n
Operating Frequency : 2.4GHz/5GHz Operating Frequency : 2.4GHz ~ 2.4835GHz/5.1 ~ 5.8GHz
Ethernet Port : WAN x 1, LAN x 4 RJ-45 for 10/100/1000 Base T Ethernet Port . 4 x Gigabit LAN ports & 2 x USB 2.0 for 3G/4G sharing, HDD sharing,
Antenna . Detachable antenna x 3 SAMBA, enhanced media server, FTP server and printer server
Memory : 32 MB flash and 256MB DDR2 RAM Antenna . Internal dBi antenna x 5
Encryption . Supports 64/128-hit WEP, WPA-PSK, WPA2-PSK, WPA-Enterprise, Encryption : 64/128-bit WEP, WPA/WPA2-PSK, WPA/WPA2-Enterprise, WPS
WPA2 Enterprise, (Wi-Fi protected setup)
RADIUS with IEEE 802.1x, WPS (Wi-Fi Protected Setup) Dimensions 172 x 145 x 60 mm (WxDxH)
Dimensions : 207 x 148.8 x 35.5mm Weight : 330¢g
Weight : 4509
RT-N14UHP RT-N12HP

High Power Wireless-N300 3-in-1 Router/ AP/ Range Extender

s U AIF1 WAXIS Fiber
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High Power Wireless-N300 3-in-1 Router/AP/Range Extender
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300%
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Mac

.,,;."m Hhswty 300 5’”"
Specification: 289 Specification: 219
Network Standard : IEEE 802.11b/g/n Network Standard : |EEE 802.11b, IEEE 802.11g, IEEE 802.11n, IEEE 802.3,
Operating Frequency : 2.4GHz IEEE 802.3u, IPv4, IPv6
Product Segment  : N300 complete networking; 300Mbps Operating Frequency : 2.4GHz
Dt b : S0l oo 1_300Mbps Product Segment  : N300 complete networking; 300Mbps
Antenna : Detachable 9 dBi antenna x 3 penpn . Detichable o HPItAR
Ports 1 x RJ45 for 10/100 BaseT for WAN, 4 x RJ45 for 10/100 ; i 2 . :
BaseT for LAN USB 2.0 x 1 Encryption . 64-bit WEP, 1?8-b|t WEP, WPA2-PSK, WPA-PSK, WPA-Enterprise,
Encryption © 64-bit WEP, 128-bit WEP, WPA2-PSK, WPA-PSK, WPA-Enterprise , o WPA2-Enterprise, WPS support
WPA2-Enterprise , Radius with 802.1x, WPS support Dimensions 179 x 128 x 28 cm (WxDxH)
Dimensions 147 x 205 x 66 cm (WxHxD) Weight 1 3209
Weight : 4064
5 neus

RT-N12D1
Wireless-N300 3-in-1 Router/AP/Range Extender

sween U1 WAXIS Fiber

% e

Specification: 139

RT-N10U B
3-in-1 Wireless-N150 Router with 3G/4G backup

TAIWAN
EXCELLENCE
2012

Specification: 109

Network Standard : EEE 802.11b/g/n, IEEE 802.3/3u, IPv4, IPv6 Network Standard  : IEEE 802.11b/g/n, IEEE 802.11d/3/3u, IEEE 802.11i/e, IPv4, IPv6
Operating Frequency : 2.4GHz Operating Frequency : 2.4GHz
Ports .1 x RJ45 for 10/100 BaseT for WAN, 4 x RJ45 for 10/100 BaseT Ports : 1 xRJ45 for 100 BaseT for WAN, 4 x RJ45 for 100 BaseT for LAN,

for LAN Support Ethernet and 802.3 with max. bit rate 100 Mbps and auto
Antenna . Detachable 5 dBi antenna x 2 *Antenna type will differ according cross-over function(MDI-X) USB 2.0 x 1

to local regulations and requirement in each country Antenna : Detachable 5 dBi antenna x 1
LED Indicator : PWRx1,AIRx1, WANx1,LANXx 4 Encryption . 64/128-bit WEP, WPA/WPA2-PSK, WPA/WPA2-Enterprise, WPS
Dimensions 1 179 x 128 x 28 cm (WxDxH) (Wi-Fi protected setup)
Weight . 2759 Dimensions : 173 x 129 x 30 mm (WxDxH)

Weight : 3009

RT-N10+D1 DSL-N66U

Wireless-N150 Router

Y

e

TAIWAN
EXCELLENCE
2011

B i) 522

150Ms Swienna Hopes

Specification: ru85

Network Standard : IEEE 802.11b/g/n, IEEE 802.11d/3, IEEE 802.3u/ie, IPv4

Operating Frequency : 2.4GHz

Product Segment  : N150 instant easy access; 150Mbps

Data Rate . 802.11b/g/n

Antenna . Fixed 5 dBi dipole antenna x 1

Encryption . B64-bit WEP, 128-bit WEP, WPA2-PSK, WPA-PSK, WPA-Enterprise,
WPA2-Enterprise, WPS support

Dimensions : 168 x 124 x 30 mm (WxDxH)

Weight . 210g

Stylish Concurrent Dual-Band Wireless-N900 Gigabit
Modem Router

_ \ NEWPRODUCT |

(:J:\f CH+ED
E.:'.!L”J, 3|:| Samnu 40 V VIARAA

Choose Your Connection

Specification: 699

Network Standard : IEEE 802.11a/b/g/n, IPv4, IPv6

Wi-Fi Data Rate . 802.11a:6,9,12,18,24,36,48,54Mbps

Product Segment  : N900 ultimate performance; 450+450Mbps

Antenna : Internal 2 dBi antenna x 3

Memory : 16MB Flash/64MB DDR2 RAM for Modem/Router 64MB DDR2 RAM
for Wi-Fi

LED Indicator : Power, Internet, LAN x 1, xDSL, 2.4 GHz Wi-Fi, 5 GHz Wi-Fi, USB x 1

Dimensions 1 6.5x15.5x 25 cm (WxDxH)

Weight : 820 g (Device Only)

* Price, specification and availability are subject to change without notice. Please check with your supplier for exact offers.

Products/features may not be available in all markets. Refer to www.asus.com for more information.
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DSL-N55U
Dual-Band Wireless-N600 Gigabit ADSL Modem Router

DSL-N12U

Wireless-N300 ADSL Modem Router

(A (h)) - N D
SDOMﬁ slannna ‘l‘i':l.::;s @p SD-Sfmnd

oo % #
A 1 Py 86 el sitenna
soubb USEN 30-Second SG/4G sha ouu WAN/LAN AiDisk m g:.’ @ P";]n::_:__\
Ez ﬂcs ANn-II.AII 36/46 ing snarln;
Atways on and connected in

Specification: rv499 Specification: 199
Network Standard - IEEE 802, 11a/big/n, EEE 802.11d, IEEE 802.3/u, IEEE 802.111e, Network Standard : IEEE 802.11g/n, IEEE 802.3, IEEE 802.3u, IEEE 802.11i/e, IPv4

IPv4. IPvB Product Segment  : N300 complete networking; 300Mbps
Product Segment : NB00 advanced performance; 300+300Mbps Wi-Fi Data Rate : 802.11b: 1,2,551 1MbpS ,802.119:6,9,12,1 8,24,36,48,54Mbp3 i
Antenna : External dBi dipole antenna x 3 _ 802.11n : up to 300Mbps
LED Indicator ~ : Power, ADSL, Intemet, WLAN, LAN x 4 Antenga i Dotachablpis i rtewa 2
P 1% RU11 for ADSL Memory : BMB Flash/32MB SDRAM for Wi-Fi /1MB Flash/2MB SDRAM for ADSL

4 x RJ45 for 10/100/Gigabits BaseT for LAN LED Indicator . Power, ADSL, Internet, WLAN, LAN x 4
Dimensions 207 x148.8 X 35.5 mm (WxDxH) Dinanclons 5 1 Ma120 w005 o (i)

Weight 1 34

DSL-N12E DSL-N10 B1

Wireless-N300 ADSL Modem Router

2 set? 2 2 7w

SDDM]E an nna Setup , g’;ﬁ';ﬁgs

One Push Pairing

Specification: 149

Network Standard : IEEE 802.11b/g/n, IEEE 802.3/3u, IPv4

Product Segment  : N300 complete networking; 300Mbps

Antenna : Fixed 2 or 5 dBi antenna x 2

Data Rate . 802.11b: 1,2, 5.5, 11Mbps, 802.11g
6,9,12,18,24,36,48,54Mbps ,

802.11n : up to 300Mbps

LED Indicator . Power, ADSL, Internet, WLAN, LAN x 4

Wireless-N150 ADSL Modem Router

=)

(m) Cf?,,

3001 = ant nna

Specification: 129

Network Standard  : IEEE 802.11b/g/n, IEEE 802.3/3u, IPv4
Operating Frequency : 2.4GHz
LED Indicator . Power, ADSL, Internet, WLAN, LAN x 4

Antenna : Detachable 5 dBi antenna x 1
Dimensions : 190 x 124 x 29 cm (WxDxH)
Weight . 280g

Dimensions : 168 x 124 x 30 mm (WxDxH)
Weight : 3000
A § g

DSL-N10E
Wireless-N150 ADSL Modem Router

TAIWAN
EXCELLENCE
2012

@ L)
3%%; = I

Specification: 119

Energy
Savings

@@ @ 72%

USB-N66
Dual-band Wireless-N900 USB Adapter

TAIWAN
EXCELLENCE
2013

m ém 5GHz HD

450 150%0 Software AP Streaming

2.4 GHz/ 5 GHz  Wider Signal Coverage Easy-Share Access Lag-free Transmission

Specification: 169

Network Standard : IEEE 802.11b/g/n, IEEE 802.3/3u, IPv4 Network Standard : IEEE 802.11 a/b/g/n
Operating Frequency : 2.4GHz Interface : USB 2.0
LED Indicator : Power, ADSL, Internet, WLAN, LAN x 4 Antenna : 3 xR SMA Antenna
Antenna . Fixed 2 or 5 dBi antenna x 1 Operating Frequency : 2.4GHz/5GHz
Ports : 1xRJ11 for ADSL Data Rate : 802.11 a/b/g/n : downlink up to 450Mbps, uplink up to 450Mbps
4 x RJ45 for 10/100 BaseT for LAN (20/40MHz)
Dimensions : 168 x 124 x 30 mm (WxDxH) Dimensions © 122 x 111 X 62 mm (WxDxH)
Weight ;285 g (Device Only) Weight . 90 g (Device Only)
USB-N53 USB-N13
Dual-Band Wireless-N600 USB Adapter Wireless-N300 USB Adapter
8% 8%
X 3
TAIWAN TAIWAN
EXCELLENCE EXCELLENCE
2012 2012

300.. AP \UPS Win7 USB HDs:

Wt Support  Cable Inside

Specification: 159

Network Standard : IEEE 802.11 a/b/g/n
Interface : USB 2.0
Antenna : 2 xon-board PCB antenna

Operating Frequency : 2.4GHz/5GHz

Data Rate : 802.11 a/b/g/n : downlink up to 300Mbps, uplink up to
300Mbps (20/40MHz)

Dimensions : 96 x 26 x 12.45 mm (LxWxH)

Weight . 20 g (Device Only)

300... tish AP WPS Win7 Mac Linux PSP

Data Ihbe Reception Software Support Support Support LIk Kx
Specification: rRv69
Network Standard : IEEE 802.11 b/g/n
Interface : USB2.0
Antenna . 2 xon-board PCB antenna
Data Rate . 802.11 b/g/n : downlink up to 300Mbps, uplink up to

300Mbps(20/40MHz)
Dimensions 1 70 %22 x 10 mm (LxXWxH)
Weight . 9.1 g (Device Only)

* Price, specification and availability are subject to change without notice. Please check with your supplier for exact offers.

Products/features may not be available in all markets. Refer to www.asus.com for more information.

WWW.asus.com 8



USB-N14
Wireless-N300 USB Adapter

(t9)) =)
High Baln Cahle
Extsaston

=)
300“‘5 Antenna

Specification: rm89

USB-N10 NANO
Wireless-N150 USB Nano Adapter

R D =@

150 Mbps 2590 Softwars AP
2.4 GHz ‘Wider Signal Caverage [Easy-Share Access

Specification: rMDD

Network Standard : IEEE 802.11 b/g/n Network Standard : IEEE 802.11 b/g/n
Interface : USB 2.0 Interface : UsB2.0
Product Segment  : N300 complete networking; 300Mbps Operating Frequency : 2.4GHz
Antenna : 2 xR SMA Antenna Operation Channel : 11 for N. America, 13 Europe (ETSI)
Data Rate . 802.11 b/g/n : downlink up to 300Mbps, uplink up to 300Mbps Product Segment  : N150 instant easy access; 150Mbps
(20/40MHz) Dimensions : 149x17.4x 7.1 mm (WxDxH)
Modulation : 64QAM, 16QAM, CCK, OFDM Weight . 2 g (Device Only)
Dimensions : 55 %90 x 11 mm (WxDxH)
WL-330NUL EA-N66
All-in-One Wireless-N Pocket Router Dual-Band Wireless-N900 Gigabit
3-in-1 AP/Wi-Fi Bridge/ Range Extender
L)
L]
L]
TAIWAI';
EXCELLENCE
2013

=T =B (O

Wireless
Router Hot Spnt Adapter
Wi-Fl Everywhere Easy Account Sharing Plug-n-Connect

Specification: m119

=R

Ethernet
Adapter

Best for Ultrabooks

mﬁs‘ @ SGHz Hl:l L,J)) ‘I ,))I

z niversa
a450 ‘| 50“/0 WP Comection - Streaming  Repeater
2.4GHz/ 5 GHz  WiderSignal Coverage  OnePush Secure Setup  Lag-fres Transmissich. o More Dead Spots

Specification: 309

Interface : 1 x RJ45 for 10/100 BaseT with auto cross-over Network Standard : IEEE 802.11 a/b/g/n
function (MDI/MDI-X) Operating Frequency 2.4GHz/5GHz

Antenna : Internal 2 dBi antenna x 1 Antenna : 3 xR SMA Antenna

Operating Frequency : 2.4GHz Interface: . Ethernet

Power Adapter : AC Input : 110V~240V(50~60Hz) Dimensions + 122 x 111 x 62 mm (WxDxH)
DC Qutput : 5V with max. 1 A current Weight : 110 g (Device Only)

Dimensions : 65x20.7 x 15.4 mm (WxDxH)

9 —5—3

RP-N53
Dual-Band Wireless-N600 Range Extender

L] = e

TAIWAN
EXCELLENCE
2013

SESH T |

B EBo D= B P o

300wy  Touch Sensor  Signal Incicator Setup Wall Plug

Concurrent24&5GHz  One Touch Light On/Off  Pinpoint Bast Reception Hrlng Totally Cable-Free CERTIFIED

PCE-N53

Dual-Band Wireless-N600 PCI-E Adapter

i
R =) B,
Software AP g
300 h Easy-Share Access Lag-free Transmission

Specification: 219 Specification: 139
Network Standard : IEEE 802.11 a/b/g/n Network Standard : IEEE 802.11 a/b/g/n
Interface : Ethernet Interface : PCl Express
Antenna . 2xon-board PCB antenna Operating Frequency 2.4GHz/5GHz
Operating Frequency : 2.4GHz/5GHz Antenna : 2 xR SMA Antenna
Data Rate . 802.11 a/b/g/n : downlink up to 300Mbps, uplink up to Interface: . PCl Express
300Mbps (20/40MHz)
Dimensions : 4.5x%3.1x8.5 cm (WxDxH))
PCE-N15 WL-ANT191

Wireless-N300 PCI Express Adapter

AP WPS Mac Linux

Software AP wiohromet., Support Support

Network Standard ~ : IEEE 802.11 b/g/n

Interface : PCI Express

Antenna : 2xR SMA Antenna

Operating Frequency : 2.4GHz

Data Rate : 802.11 b/g/n : downlink up to 300Mbps, uplink up to
300Mbps(20/40MHz)

Dimensions : 120.5x21.6 x 22 mm (WxDxH)

Weight : 62.6 g (Device Only)

More Power and Larger Coverage Range for Wireless Networking

= 360° Coverage Extension = Cost Effective = Easy to Install

Network Standard
Frequency Range
Gain

Radiation

VSWR
Polarization
Impedance
Connector

. |EEE 802.11b/g/n, IEEE 802.3/3u, IPv4
: 2.4GHz

: 9dBi

: Omni

: 201 Max.

. Linear, vertical

: 50 Ohms

. R-SMA

* Price, specification and availability are subject to change without notice. Please check with your supplier for exact offers.

Products/features may not be available in all markets. Refer to www.asus.com for more information,

WWW.BSUS.COm 10
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