


ABOUT
ASUS のあゆみ

1995
Tier1 OEM/ODM

2000
データセンター向け
OEM/ODMODM

2005
ASUSホワイトレーベル
ソリューション

2008
大手クラウドサービスプロバイダーに
サーバー製品を初納入

2010
Open Compute 
Project 1.0 に参加

2011
・BMCソリューション
「ASMB6-iKVM」の販売を開始
・VMware とのテクノロジーパート　　　
　ナーシップに参加

2012
・スーパーコンピューティング、
   ビッグデータ、ストレージサー
   バーソリューションを発表
・ BMCソリューション　    
 「ASMB7-iKVM」の販売を開始

2014
・「ESC4000-G2S」が「Green500」　　
　で 1位を達成
・ ASUS システムウェブベース管理
（ASWM）の提供を開始
・BMCソリューション
「 ASMB8-iKVM」の販売を開始

2019
Open Compute Project
に参加

2020
Ubuntu の技術パートナー
シップに参加

2021
・BMCソリューション「ASMB10-iKVM」の販売を開始
・EEMEAのクラウドサービスプロバイダーに初納入
・5Gプロバイダーと 5Gエッジサーバーを共同開発開発
・ML commons に会員登録

2016
深層学習、AI、VDI 向け
GPGPUサーバーを
リリース

2017
・2017 年台湾エクセレンス（サーバー製品部門）を受賞
・データセンターレベルの管理ユーティリティ
　「ASUS Control Center」の提供を開始
・パフォーマンスチューニング、2Pソリューションで
　No.1 の性能記録を達成
・BMCソリューション「ASMB9-iKVM」の販売を開始
・マイクロソフト パートナープログラムに参加

2018
・ 医療機関へサーバー製品を初納入
・「Taiwania 2」で上位 20位、
　「Green500」で上位 10位にランクイン
・  RedHat パートナープログラムに参加

2022
WL Perf の学習と推論に関する
世界記録を達成
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2019
Open Compute Project
に参加

目に見えない貢献
リサイクルプログラムへの支援を強化し、
慈善団体がこれらのイニシアチブから利益
を得られるようにしています。

実施
2012年以来、包装設計部門は包装材料の折
り畳み構造を改善、この技術は関連特許を取
得しました。

製品化
ASUSは、2013年よりメカニカルハウジング
にポストコンシューマーリサイクル樹脂を導入
しています。

パッケージング
ASUSは、ハードウェアとソフトウェアのエ
ネルギー効率を高める独自の技術を継続
的に設計しています。

環境に配慮した
製品づくり

ASUSは、再生可能エネルギー 100％を目指す
世界的なイニシアチブ「RE100」のメンバー
です。

ASUSの掲げる達成目標

2030 年までに台湾のオペレーションセンター
で、2035 年までに世界中のオペレーション
センターで再生可能エネルギーを 100%使用

2030 年までに世界中オペレーション
センターのCO2排出量を 50% ％削減

主要製品のエネルギー効率を
Energy Star 規格の 30% 以上に改善

主要サプライヤーの炭素原単位
30%削減
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Green ASUS

Green ASUS

Green Design（環境に優しいデザイン）
優れた設計とは単なる美しさそのものを超えたその先にあるデザインです。製品は、修理の利便性と寿命の長さ
を考えてモジュール式のコンポーネントを使用し、さらにコンポーネントのライフサイクルの終わりに簡単にリ
サイクルできるようなデザインとして考えられています。

Green Manufacturing（環境に優しい製造）
環境に優しい製品を製造するには、そのための製造工程が必要となります。ASUSでは、鉛やハロゲンなどの有
害物質を製造中に排除するための厳格なガイドラインを厳守しています。

Green Procurement（環境に優しい調達）
ASUS自らによる環境への影響を減らすことだけに専心しているわけではありません。より環境に優しいサプラ
イチェーンを実現することで出荷から製品梱包までの工程も、より環境に優しい原則を遵守しています。

69,965
グリーン認証

業界最高水準の
環境認証を取得
ASUSは、2020 年一年間で世界中の最も権威ある国際機
関から 69,965 件ものグリーン認証を取得しています。

環境への配慮を念頭に置く
ASUS全社員は、持続可能な未来を創造することに全力で取り組んでいます。ASUSはビジネスのあらゆる面に
対して環境に優しい手法を採用するという信念を持っています。社内業務から生産プロセスまで全てにわたり、
このGreenASUSの哲学が 取り入れられています。ASUSは一貫して地球環境を守ることに力を入れています。
製造物に対し責任を持ち環境を保護することに重点を置き、ASUS製品はより低い TCO（総所有コスト）と最
高の環境基準を組み合わせることに成功しています。
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Service Center 

世界が認めるASUS
ASUS は世界的なブランドとして広く知られています。当社の製品は世界中で評価され、世界 70か所以上の支社を通
じて 113 か国で販売されています。また、ASUSは世界中に 1,400 以上のサポートセンターを構えており、いつでも
どこでもお客様をサポートできる体制を整えています。

サーバー&ワークステーションのサービス

1-Day ARS 3年保証
ASUS 1-Day ARS は、米国およびカナダ、カナダ全域
のシステムインテグレーター（SI ）および付加価値再販
業者（ VAR ）を介して、不良製品（ ベアボーンサーバ
ーおよびサーバーマザーボード、ワークステーション）
を 1日で簡単に返品・交換できる仕組みです。
＊国・地域により本サービス内容は異なります。

ASUSの 3年間保証は、すべてのASUSサーバー製品を
保証します。ベアボーンサーバーおよびサーバーマザー
ボード、ワークステーションすべてが対象となります。
3年の保証期間中、ASUSはビジネスへの障害を最小限
にとどめられるよう不良部品を修理、交換いたします。

ASUS は品質、サービス、信頼性を保証します。そのため、独自の 1 日での事前交換及び RMA（Return  
Merchandise  Authorization）サービス「1-Day ARS 」を提供しています。迅速な交換に加えて、すべてのASUS ベ
アボーンサーバーおよびサーバーマザーボード、ワークステーションは、ほぼ全ての地域において 3年間の保証が付い
ています。

113 70 1,400 
カ国 支店 か所のサポートセンター
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AMD EPYC 9004ソリューション
データセンターの持続可能性を強化

AMD EPYC™ 9004 プロセッサーのコンピュートリーダ
ーシップ性能を活用し、EPYC™9004 を搭載したASUS
サーバーは、SPEC org の SPEC CPU2017 ベンチマー
クでトップランキングを確保し、パフォーマンスNo.1 の
結果を達成しました。この結果は、ASUSが新しいAMD 
EPYC™プロセッサーでリーダーシップを発揮し、サーバ
ー業界に卓越したパフォーマンスを提供していることを
証明しています。

* ASUS RS700A-E12 & RS520A-E12 サーバーは、SPEC CPU2017 複数ベンチマーク
で最高値のテストを受けています。すべての結果は、2022 年 11 月 10日に SPEC.org で
確認することができます。

ベンチマーク世界記録

AMD Features

カスタム重視のASUS設計
ASUSのサーバーは、お客様を念頭に置いて設計されており、増加するデータセンターのワークロードに対応するため、

容易に機器構成を拡張することができる柔軟性を備えています。

・CPU間で信頼性の　　
　高い最適なCPU性　
　能の効率化を実現
・I/O の可用性を高め
　て、より多くのコン
　ピューティング力
　を実現

CPU バランスの取れた
アーキテクチャ

・SSD RAIDのパフォーマン
　スを引き出すSupreme  
　RAIDテクノロジーで、最
　大24台のNVMeを提供
・ミドルベイとリアベイ
　に拡張性の高いオプシ
　ョンを追加

スケーラブルストレージ
ソリューション

・新しいHDDトレイと独
　立したエアフロートン　
　ネル設計により、エネル
　ギー効率に優れたパフォ
　ーマンスとリアベイのス
　ケーラブルなストレージ
・ソリューションを提供
・PUE向上と運用コスト
　削減を実現する液浸ま
　たはダイレクトチップ
　型液冷ソリューション

包括的な
冷却ソリューション

・特定のワークロード用に
　PCIe5 x16スロットを構
　成する柔軟なデザイン
・液冷ソリューション用に
　スペースを最適化して設
　計されたGPUサーバー
・MLPerf ベンチマークで
　実証された卓越したAI
　学習・推論性能

複数のGPUと
FPGAをサポート
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RS720QA-E12-RS8U
計算集約型ワークロード向けの高いコア数と
メモリ帯域幅を持つマルチノードサーバー
CPU AMD EPYC™ 9004 Series Processor

Chipset SoC

Memory Type 24x DIMM slots (Per Node), DDR5 up to 4800 
RDIMM/RDIMM 3DS, Max 6TB

Drive bays 8

Additional OS 
Drive

2

Networking 2 x 10GbE LAN, 1 x Management port

Form 
Factor
2U

CPU Number
2(Per Node)

PCIe Gen5 Slots
2(Per Node)2U

Memory 
Number

24(Per Node)
NVMe
8

ESC8000A-E12P
AI/HPCワークロード向けの追加拡張が可能な
高密度GPUサーバー
CPU AMD EPYC™ 9004 Series Processor

Chipset SoC

Memory Type 24 x DIMM slots (Per CPU) , DDR5 up to 4800 
RDIMM/RDIMM 3DS, Max 6TB

Drive bays 8

Additional OS 
Drive

1

Networking 2 x 1 GbE LAN or 2 x 10 GbE LAN, 1 x 
Management port  

CPU Number
2

Form 
Factor
4U

PCIe Gen5 
Slots
134U

Memory 
Number
24

NVMe
2

Graphic Card
8 Dual-Slot 

24(Per Node) 8
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第 4世代インテル ® 
Xeon® スケーラブル
プロセッサー搭載

第4世代インテル ® Xeon® スケーラブルまたは高帯域幅メモリ（HBM）プロセッサーを搭載し
たASUSサーバーは、HPC、AI、データ分析、仮想化に、最高のコンピューティングパフォーマ
ンスとエネルギー効率を実現するよう最適化されています。強化された熱設計と革新的な液冷ソ
リューションにより、データセンターの電力使用効率を向上させ、スケールアップとスケールア
ウトを可能にし、複雑なワークロードを高速化および最適化します。

Intel Features

第4世代インテル ® Xeon® スケーラブルプロセッサー
搭載のHPCデータセンターソリューション

液冷ソリューション 空冷ソリューション
独立した

Airfl ow トンネル設計 

ファンの電力消費低減

92%
低騒音化

29.6%
350W CPUs

2
350W GPUs

8
独立したAirfl oトンネル設計 

8 x 350 W CPUs

・最高性能のCPUと　
　GPU、最新のPCIe 
　5.0、DDR5 CXL 1.1
　テクノロジーをサポ
　ート
・I/O の可用性と高帯域
　幅のメモリを拡張し、
　高いコンピューティ
　ング能力を実現

優れた性能

・新しいHDDトレイと
　独立したエアフロー
　トンネル設計により、
　エネルギー効率に優
　れた性能を実現
・PUE向上と運用コス　
　ト削減を実現する液浸
またはダイレクトチップ
型液冷ソリューション

包括的な冷却
ソリューション

HPCデータセンターソリューション

複数のGPUとFPGAを
サポート

・特定のワークロード用
　に PCIe5 x16 スロット
　を構成する柔軟なデザ
　イン
・液冷ソリューション用
　にスペースを最適化し
　て設計されたGPUサー
　バー
・MLPerf ベンチマーク
　で実証された卓越した
　AI 学習・推論性能

・SSD RAIDのパフォーマ
ンスを引き出すSupreme  
　RAIDテクノロジーで、
　最大24台のNVMeを
　提供
・ミドルベイとリアベ
　イに拡張性の高いオ
　プションを追加

スケーラブルストレージ
ソリューション

以上 以上
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Products

ESC8000-E11P
AI/HPCワークロード用の追加拡張が可能な
高密度GPUサーバー

CPU 4th Gen Intel Xeon Scalable Processors

Memory Type 32 x DIMM slots (16 DIMM Per CPU)DDR5 up to 
4800Mhz

Drive bays 8

Additional OS 
Drive

1

Networking 2 x 1 GbE LAN or 2 x 10 GbE LAN, 1 x 
Management port

RS700-E11-RS4
性能、効率、管理性のバランスに優れ、
マルチワークにも対応 
CPU 4th Gen Intel Xeon Scalable Processors

Memory Type 32 x DIMM slots (16 DIMM Per CPU)DDR5 up to 
4800Mhz

Drive bays 4

Additional OS 
Drive

2

Networking 4 x 1Gbe LAN or 2 x 10Gbe LAN,1 x Management 
port

Form 
Factor
4U

CPU Number
2

PCIe Gen5 
Slots
134U

Memory 
Number
32

NVMe
2

Graphic 
Card
8 Dual-Slot

Form 
Factor
1U

CPU Number
2

PCIe Gen5 
Slots
3

Memory 
Number
32

NVMe
4

Graphic 
Card
1 Dual-Slot
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ASUS Features

最高スコアのベンチマークで 
世界記録を達成  
ASUS のシングルソケット（1P）およびデュアルソケット（2P）サー
バーは SPEC CPU® 2017 のベンチマークで最も多くの記録を獲得し
ました。これらの世界記録は、インテル ®と AMDのプラットフォーム
で稼働するサーバーで実行された一般的なビジネスインフラ、ソフトウ
ェア・デファインド・デベロップメント、データ分析、AI、HPC（ハ
イパフォーマンスコンピューティング）などのワークロードにより達成
されました。

* SPECは、コンピューティングシステムのパフォーマンスとエネルギー効率の評価の基準となるベンチマークとツールを確立、承認するために設立され
た法人です。

のベンチマーク世界記録
1183+

コア・オプティマイザー
マルチコア動作中のプロセッサ周波数
を最大に引き上げ、 周波数シフトを
回避し遅延を軽減

エンジン・ブースト
革新的な電圧設計による自動電力アク
セラレーションにより、サーバー全体
のパフォーマンスを向上

最適化された事前設定
性能と効率向上を目的にしたワークロ
ードとベンチマークに基づいて事前設
定されたBIOS サーバープロファイル

パフォーマンスブースト
テクノロジー
ASUS サーバーは、独自のパフォーマンスブースト技
術を備えており、ワークロードの要件に応じてサーバ
ーを調整することで、最高のパフォーマンスとアジリ
ティを実現し、サーバー環境の管理を強化します。こ
のテクノロジーは、プロセッサー周波数を最大化し、
電力を高めることによりワークロードのスループット
を改善します。金融サービスやデータセンターの運用
など、時間に制約のあるアプリケーションに最適で
す。BIOS では、特定のワークロードに最適化された
事前構成済みのサーバープロファイルを選択して、全
体的なパフォーマンスを最大化、サーバー構成時間を
短縮できます。

ワークロードプリセットによる性能向上
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ASUS は、完全かつ最適化されたソリューションの構築に注力し、多様な
分野におけるAI 開発を強化するため、強力な業界パートナーシップの育成
に努め、テクノロジーの限界に挑戦しています。統合ソリューションパー
トナーとして、スーパーコンピューティングやデータセンターの分野では、
広範なAI ポータルとAI ソフトウェアスタックに支えられた先進のハード
ウェアをお届けしています MLPerfトレーニング＆推論

66+

MLPerf の学習と推論に関する最高記録

29
8 PCIe GPU
 サーバー 

NVIDIA A100 
x8

16
4 PCIe GPU 
サーバー 

NVIDIA A30 
x4

16
4 PCIe GPU 

NVIDIA A30 

ESC8000A-E11
CPU と GPU のエアフローが独立したトンネルを持つ合
理的な熱設計により、空冷設計データセンターに高効率の
冷却ソリューションを提供します。

ESC4000A-E11
豊富なグラフィックアクセラレータとNVIDIA NVLink 高
速 GPUインターコネクトをサポートし、AI 性能を最大限
に引き出します。

ESC4000-E10S
豊富なグラフィックアクセラレータとNVIDIA NVLink 高
速 GPUインターコネクトをサポートし、AI 性能を最大限
に引き出します。

ESC N4A-E11
シミュレーションとデータ解析のためのシングルCPUア
ーキテクチャを採用したHGX 4GPUサーバー

14
4 PCIe GPU
 サーバー

NVIDIA A30 
x4

14
4 PCIe GPU

NVIDIA A30 

7
4 PCIe GPU
 サーバー 

NVIDIA A100 
x4

4 PCIe GPU

NVIDIA A100 

ASUS Features

最高記録 
MLPerf

* MLCommons® は、オープンなコラボレーションを理念とし、機械学習のイノベーションを加速させるオープンなエンジニアリング
コンソーシアムです

1183+

11



 ASUS Control Center 

・HotFix Report 統合
・NVIDIA グラフィックカード
　モニタリング

最新デバイスに対応
レスポンシブHTML5をベースにしたグラフィカルなダッシュボードは、ほぼすべての最新デバイスから迅速
かつ簡単に、直感的に操作できます。

リモート
リモート管理機能により、仕事の柔軟性を高め、リソースを削減し、TCO（総所有コスト）を最小化します。

集中管理
コンソール型のインターフェースで、IT管理者はデバイスを集中的に管理・設定することができます。

リアルタイム
システムモニター

BIOSフラッシュ
アップデート

ソフトウェア
インベントリ

ソフトウェア
ディスパッチ
タスク

ハードウェアの
インベントリ

電源・セキュ
リティ制御

企業向けの設計

医療 企業 製造業 教育

ASUSの革新的な
サーバーソフトウェア 
ASUS Control Center 
ASUS Control Center (ACC) for Enterprise は、サーバーとクライアントデバイスを集中管理できる優れたツール
です。ハードウェアやソフトウェアなどのインベントリ管理、ソフトウェアやファームウェアのリモート更新など、
効率的な IT管理を実現します。また、デバイスの設定やヘルスチェックをリモートで簡単に行うことができ、最新
のセキュリティポリシーやパッチを迅速に展開することも可能です。管理業務を最小限に抑え、稼働率を最大化す
るACC Enterprise は、IT 管理のためのワンストップポータルとして世界中の産業や企業で採用されています。

・BMC IPMI/Redfi sh 統合
・ハードウェア利用記録
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ASUS ASMB11-iKVM

ASMB11-iKVM

追加パッケージ

操作が簡単な
ユーザーインターフェイス Redfi sh API 専用補助ツール

追加パッケージ

ユーザーインターフェイス

Networking 
support

HBA and RAID  
support

NVMe
support

CPLD
support

PFR
support

Standard Protocols Authentication and Security

Server Management 

System Thermal and
 Fan Control 

Redfi sh Support Power Control 

Hardening Security 
Management 

プラットフォーム

13

最新の ASUS サーバー管理ソリューション --ASMB11-iKVM は、最新の AMI 
MegaRAC SP-X 上で動作するASPEED 2600チップセット上に構築されています。
このモジュールは、WebGUI、IPMI（Intelligent Platform Management Interface）、
Redfi sh® API を通じて、帯域外サーバー管理を可能にする様々なインターフェースを提
供します。

ASUS ASMB11-iKVMは Intelligent Platform Management Interface (IPMI) 2.0 に
準拠したモジュールで、ネットワークに接続されたローカルまたはセントラルサーバ
ーからリモートサーバーを監視、制御、管理することが可能です。ASMB11-iKVMは、
Redfi sh プロトコルもサポートしており、高速で効率的なデバイス管理が可能です。

ASUSのサーバーは、ハッカーによるインフラへのアクセスを防ぐために、ファーム
ウェアの回復力を高めるプラットフォームRoot-of-Trust ソリューションとして PFR 
FPGAを統合しています。ASUS PFR ソリューションは、ファームウェアの認証チェ
ックを行い、ファームウェアが悪意のある攻撃を受けないことを保証し、安心してシ
ステムを回復、保護することができます。

ASMB11-iKVMは何を提供しますか？
ASMB11-iKVMは、IPMI と Redfi sh プロトコルを搭載し、すべてのハードウェアのス
テータス、センサー、アップデートにアクセスし監視できる、サーバーとデータセンタ
ーの運用に最適なファームウェア管理ツールです。アウトバンド管理により、冗長な
IT 運用やリモートでの配備を大幅に削減します。ASMB11-iKVMは、BIOS、BMC、
サーバー情報、キーパーツを一括して接続し、お客様の好みに合わせて複数のルート
を提供します。ASUS は、IT 運用の効率化を加速させるために、シンプルで簡単な操
作を心がけています。



Liquid Cooling Introduction 

液冷ソリューション
最新のデータセンターで発揮される比類なき冷却性能

包括的な液冷ソリューション 
集中的な作業負荷に最適化されたこのソリューションでは、高性能 TDP CPUと GPU サーバーが必要となります。エ
ネルギー効率の高いデータセンターの構築において、液冷はより最適なスペース設計、PUEと運用コストの低減、消費
電力とグリーンエネルギーへの認識のバランスを実現するための課題となっています。パートナーとの協力により、サ
ーバーから液冷モジュール、さらにはデータセンターのフロアプラン、インフラの提案に至るまで、トータルソリュー
ションを提供することが可能です。

液冷を選ぶ理由トップ 4

14

より高密度な計算能力
従来の空冷式サーバーラックは最大 30kWの放熱を管理できますが、直接液冷式はそれ以上の放熱管
理が可能です。この熱容量の増加により、サーバーの演算密度が向上し、データセンターのスケール
を向上させ、複雑な作業負荷を高速化・最適化することができます。

PUE（電力使用効率）の大幅な改善
液体冷却の熱効率は、CRACや冷却ファンの消費電力を減らすことにより、データセンターの PUE
を劇的に改善します。また、液体クーラントは、エアクーラントよりも効率的に熱交換する媒体です。

長期的にOpEX（事業運営費）を節約
液体冷却を採用したデータセンターは、通常、熱を再循環させるように設計されています。サーバー
から排出される高温の冷却水は、熱交換器システムに導かれ、熱をより多くのエネルギーに再利用す
ることで、光熱費のOpEx をさらに削減することができます。このシステムのおかげで、ほとんどの
直接液冷式サーバーの初期費用は、運用開始から 12カ月以内に回収でき、長期的には大幅な節約に
なる可能性があります。

静かな作業環境
液冷は、CRACシステムやファンの消費電力削減による省エネに加え、ファンの騒音も抑えることが
できるため、データセンターのスタッフにとってより健康的な作業環境となります。空冷の平均的な
音響効果は 75dBAから 95dBAですが、液冷は平均 75dBA以下です。企業やオフィス、軍事用デー
タセンターでは特に効果が期待できます。
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液浸冷却ソリューション

ダイレクトチップ型冷却ソリューション
ASUS のダイレクトチップ型冷却は、既存のインフラ
をベースにした、迅速かつシンプルなオプションです。
ダイレクトチップ型は迅速に導入することができ、PUE
（電力使用効率）を下げることができます。ASUS サ
ーバーはマニホールドとクールプレートをサポートし、
多様な冷却ソリューションを可能にします。さらに、
ASUSサーバーは標準的なラックサーバーの設計に準拠
した後部ドアの熱交換器をサポートできるため、すべて
のラックを交換する必要がなく、後部ドアのみを交換す
ることができます。これにより、総所有コストを削減し、
データセンターの稼働率を向上させることができます。

ASUS の液浸冷却は、ASUS が提供するもう一つの高効
率なソリューションです。この技術は、PUE やサーバー
の高密度化において、より大きなメリットをもたらしま
す。しかし、より多くのスペースを必要とし、データセン
ターのインフラストラクチャを再構築する必要があるか
もしれません。しかし、液浸冷却は、従来の方法よりも迅
速かつ効率的に、そして、コスト効率よく温度を制御する
ことができます。特にスーパーコンピューターのユーザー
にとっては、液浸冷却は望ましい選択肢です。



詳細は当社ホームページをご覧ください。
すべての仕様は予告なく変更されることがあります。

RS720QA-E12-RS8U RS720A-E12-RS24U RS720A-E12-RS24
Motherboard K14PH-D24  K14PP-D24 K14PP-D24

Processor Per node:
2 x Socket SP5 (LGA 6096)
AMD EPYC™ 9004 Series Processors (up 
to 240W)

2 x Socket SP5 (LGA 6096)
AMD EPYC™ 9004 Series Processors (up 
to 400W)

2 x Socket SP5 (LGA 6096)
AMD EPYC™ 9004 Series Processors (up 
to 400W)

Chipset System on Chip (SoC) System on Chip (SoC) System on Chip (SoC)

Memory Per node:
24 x DIMM slots 
DDR5 up to 4800 RDIMM/RDIMM 3DS
Maximum 6144GB

24 x DIMM slots
DDR5 4800/4400 RDIMM/ 3DS RDIMM
Maximum 6144GB

24 x DIMM slots 
DDR5 4800/4400 RDIMM/ 3DS RDIMM 
Maximum 6144GB 

VGA Aspeed AST2600 64MB Aspeed AST2600 64MB Aspeed AST2600 64MB

Graphic N/A Up to 6 single-slot or 3 double-slot GPU 
cards

Up to 8 single-slot or 4 double-slot GPU 
cards

Expansion Slots Per node: up to 2 slots
1 x PCIe Gen5 x16 (HHHL)
1 x PCIe Gen5 x16 (LP)

Up to 9 PCIe Gen5 slots 
6 x PCIe Gen5 x8 or 3 x PCIe Gen5 x16 
(FHFL) 
2 x PCIe Gen5 x8 or 1 x PCIe Gen5 x16 
or
1 x OCP3.0 (FHFL) 
1 x PCIe Gen5 x16 (LPHL) 

Up to 9 PCIe Gen5 slots 
6 x PCIe Gen5 x8 or 3 x PCIe Gen5 x16 
(FHFL) 
2 x PCIe Gen5 x8 or 1 x PCIe Gen5 x16 
or
1 x OCP3.0 (FHFL) 
1 x PCIe Gen5 x16 (LPHL)

Storage Controller Per node:
Support RAID 0, 1
Optional Broadcom SAS3008 12G 
Controller

Optional kits:
Braodcom HBA CARD 9500-16i 
Broadcom Mega RAID 9540-8i
Broadcom Mega RAID 9560-16i

Optional kits:
Braodcom HBA CARD 9500-16i 
Broadcom Mega RAID 9540-8i 
Broadcom Mega RAID 9560-16i

Storage Bays 8 x 2.5” Hot-Swap drive bays (NVMe/
SATA/SAS*)

*SATA/SAS support from optional CB 
board

Front Bays: 
24 x 2.5" Hot-Swap drive bays
Support up to 16 x NVMe + 8 x NVMe/
SATA/SAS* 

*RAID card is required to support SAS 
hard drives  

Front Bays:
24 x 2.5" Hot-Swap drive bays
Support up to 16 x NVMe + 8 x SATA/
SAS*

*RAID card is required to support SAS 
hard drives

Networking 2 x 10GbE LAN port
1 x Management port 

4 x 1GbE or 2 x 10GbE LAN port
1 x Management port 

4 x 1GbE or 2 x 10GbE LAN port
1 x Management port

Optical Drive N/A 1 x External ODD (optional) 1 x External ODD (optional)

Front I/O Ports N/A 2 x USB 3.2 Gen1 ports 
1 x Power Botton

2 x USB 3.2 Gen1 ports 
1 x Power Botton

Rear I/O Ports Per node:
2 x USB 3.2 Gen1 ports
1 x VGA port
1 x Mini-DP port
2 x 10GbE ports
1 x Management port

2 x USB 3.2 Gen1 ports 1 x VGA port
1 x Management port
4 x 1GbE or 2 x 10GbE LAN port

2 x USB 3.2 Gen1 ports 
1 x VGA port
1 x Management port
4 x 1GbE or 2 x 10GbE LAN port

Security Solution Optional TPM module
Optional PFR module

Optional TPM module
Optional PFR module

Optional TPM module
Optional PFR module

Management 
Solution

ASUS Control Center
ASUS ASMB11-iKVM (on-board)

ASUS Control Center
ASUS ASMB11-iKVM (on-board)

ASUS Control Center
ASUS ASMB11-iKVM (on-board)

Dimension 847mm x 444mm x 87.3mm (2U)
33.35" x 17.48" x 3.44"

840mm x 449mm x 88.1mm (2U)
33.07" x 17.68" x 3.47"

840mm x 449mm x 88.1mm (2U)
33.07" x 17.68" x 3.47"

Net Weight kg
(CPU, DRAM & HDD not 
included)

TBD 20.3 kg 18.31 kg

Gross Weight kg
(CPU, DRAM & HDD not 
included,Packing included)

TBD 26.77 kg 24.78 kg

Power Supply
(Following diff erent 
confi guration by region)

1+1 Redundant 2600W 80 PLUS 
Titanium 
Power Supply
1+1 Redundant 3200W 80 PLUS 
Platinum Power Supply

1+1 Redundant 2600W/1600W 80 PLUS 
Titanium Power Supply
1+1 Redundant 2000W/1600W 80 PLUS 
Platinum Power Supply

1+1 Redundant 2600W/1600W 80 PLUS 
Titanium Power Supply
1+1 Redundant 2000W/1600W 80 PLUS 
Platinum Power Supply

Specifi cations

ラックサーバーラックサーバー
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詳細は当社ホームページをご覧ください。
すべての仕様は予告なく変更されることがあります。 Specifi cations 

RS720A-E12-RS12 RS700A-E12-RS12U RS700A-E12-RS4U
Motherboard K14PP-D24 K14PP-D24 K14PP-D24

Processor 2 x Socket SP5 (LGA 6096)
AMD EPYC™ 9004 Series Processors (up 
to 400W)

2 x Socket SP5 (LGA 6096)
AMD EPYC™ 9004 Series Processors (up 
to 400W)

2 x Socket SP5 (LGA 6096)
AMD EPYC™ 9004 Series Processors (up 
to 400W)

Chipset System on Chip (SoC) System on Chip (SoC) System on Chip (SoC)

Memory 24 x DIMM slots
DDR5 4800/4400 RDIMM/ 3DS RDIMM
Maximum 6144GB

24 x DIMM slots 
DDR5 4800/4400 RDIMM/ 3DS RDIMM 
Maximum 6144GB 

24 x DIMM slots 
DDR5 4800/4400 RDIMM/ 3DS RDIMM 
Maximum 6144GB 

VGA Aspeed AST2600 64MB Aspeed AST2600 64MB Aspeed AST2600 64MB

Graphic Up to 6 single-wide GPU or 3 double-
wide GPU

Up to 2 single-slot or 1 double-slot GPU 
cards

Up to 2 single-slot or 1 double-slot GPU 
cards

Expansion Slots Up to 9 PCIe Gen5 slots 
6 x PCIe Gen5 x8 or 3 x PCIe Gen5 x16 
(FHFL) 
2 x PCIe Gen5 x8 or 1 x PCIe Gen5 x16 
or 
1 x OCP3.0 (FHFL) 
1 x PCIe Gen5 x16 (LPHL) 

Up to 3 x PCIe Gen5 slots + 1 x internal 
RAID slot
1 x PCIe Gen5 x16 (FHFL)
1 x PCIe Gen5 x16 or OCP3.0 (FHFL)
1 x PCIe Gen5 x16 (LP)
1 x PCIe Gen4 x8 (LP, internal)

Up to 3 x PCIe Gen5 slots + 1 x internal 
RAID slot
1 x PCIe Gen5 x16 (FHFL)
1 x PCIe Gen5 x16 or OCP3.0 (FHFL)
1 x PCIe Gen5 x16 (LP)
1 x PCIe Gen4 x8 (LP, internal)

Storage Controller Optional kits:
Braodcom HBA CARD 9500-16i
Broadcom MegaRAID 9540-8i
Broadcom MegaRAID 9560-16i

Optional kits:
Braodcom HBA CARD 9500-16i 
Broadcom Mega RAID 9540-8i 
Broadcom Mega RAID 9560-16i

Optional kits:
Braodcom HBA CARD 9500-16i 
Broadcom Mega RAID 9540-8i 
Broadcom Mega RAID 9560-16i

Storage Bays Front Bays:
12 x 3.5" Hot-Swap drive bays
Support up to 8 x NVMe+ 4 x SATA/SAS*

Rear Bays:
2 x 2.5" Hot-Swap drive bays (Optional)
Support 2 x NVMe**

*RAID card is required to support SAS 
hard drives
**Will occupied 2 PCIe slots

Front Bays:
12 x 2.5" Hot-Swap drive bays
Support up to 12 x NVMe/SATA/SAS*

*RAID card is required to support SAS 
hard drives

Front Bays: 
4 x 3.5" Hot-Swap drive bays 
Support up to 4 x NVMe/SATA/SAS* 

*RAID card is required to support SAS 
hard drives 

Networking 4 x 1GbE or 2 x 10GbE LAN port 
1 x Management port 

4 x 1GbE or 2 x 10GbE LAN port 
1 x Management port 

4 x 1GbE or 2 x 10GbE LAN port
1 x Management port 

Optical Drive 1 x External ODD (optional) 1 x External ODD (optional) 1 x Slim-type ODD (optional) 

Front I/O Ports 2 x USB 3.2 Gen1 ports
1 x Power Botton

N/A 2 x USB 3.1 Gen1 ports
1 x VGA

Rear I/O Ports 2 x USB 3.2 Gen1 ports
1 x VGA port
1 x Management port
4 x 1GbE or 2 x 10GbE LAN port

2 x USB 3.2 Gen1 ports 
1 x VGA port
1 x Management port
4 x 1GbE or 2 x 10GbE LAN port

2 x USB 3.2 Gen1 ports
1 x VGA port
1 x Management port
4 x 1GbE or 2 x 10GbE LAN port

Security Solution Optional TPM module
Optional PFR module

Optional TPM module
Optional PFR module

Optional TPM module
Optional PFR module

Management 
Solution

ASUS Control Center
ASUS ASMB11-iKVM (on-board)

ASUS Control Center
ASUS ASMB11-iKVM (on-board)

ASUS Control Center
ASUS ASMB11-iKVM (on-board)

Dimension 840mm x 449mm x 88.1mm (2U)
33.07in x 17.68in x 3.47in

842.5mm x 449mm x 43.85mm (1U)
33.17" x 17.68" x 1.73"

842.5mm x 449mm x 43.85mm (1U)
33.17" x 17.68" x 1.73"

Net Weight kg
(CPU, DRAM & HDD not 
included)

19.3 kg 14.94 kg 13.93 kg

Gross Weight kg
(CPU, DRAM & HDD not 
included,
Packing included)

25.77 kg 19.94 kg 18.93 kg

Power Supply
(Following diff erent 
confi guration by region)

1+1 Redundant 2600W/1600W 80 PLUS 
Titanium Power Supply
1+1 Redundant 2000W/1600W 80 PLUS 
Platinum Power Supply

1+1 Redundant 2600W/1600W 80 PLUS 
Titanium Power Supply
1+1 Redundant 2000W/1600W 80 PLUS 
Platinum Power Supply

1+1 Redundant 2600W/1600W 80 PLUS 
Titanium Power Supply
1+1 Redundant 2000W/1600W 80 PLUS 
Platinum Power Supply
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詳細は当社ホームページをご覧ください。
すべての仕様は予告なく変更されることがあります。

RS520A-E12-RS24U RS520A-E12-RS12U RS500A-E12-RS12U
Motherboard K14PA-U24 K14PA-U24 K14PA-U24

Processor 1 x Socket SP5 (LGA 6096)
AMD EPYC™ 9004 Series Processors (up 
to 400W)

1 x Socket SP5 (LGA 6096)
AMD EPYC™ 9004 Series Processors (up 
to 400W)

1 x Socket SP5 (LGA 6096)
AMD EPYC™ 9004 Series Processors (up 
to 400W)

Chipset System on Chip (SoC) System on Chip (SoC) System on Chip (SoC)

Memory 24 x DIMM slots
DDR5 4800/4400 RDIMM/ 3DS RDIMM
Maximum 6144GB

*2DPC support depends on AMD 
schedule

24 x DIMM slots
DDR5 4800/4400 RDIMM/ 3DS RDIMM
Maximum  6144GB

*2DPC support depends on AMD 
schedule

24 x DIMM slots
DDR5 4800/4400 RDIMM/ 3DS RDIMM
Maximum 6144GB

*2DPC support depends on AMD 
schedule

VGA Aspeed AST2600 64MB Aspeed AST2600 64MB Aspeed AST2600 64MB

Graphic Up to 4 single-slot or 2 double-slot GPU 
cards
*24 NVMe can‘t support GPU

Up to 4 single-slot or 2 double-slot GPU 
cards

Up to 2 single-slot GPU cards 

Expansion Slots Up to 5 PCIe Gen5 slots + 1 OCP3.0
2 x PCIe Gen5 x16, FHFL or 4 x PCIe 
Gen5 x8, FHFL
1 x PCIe Gen5 x8, LP
1 x OCP 3.0 Slot ( (PCIe Gen5 x16)

Up to 5 PCIe Gen5 slots + 1 OCP3.0
2 x PCIe Gen5 x16, FHFL or 4 x PCIe 
Gen5 x8, FHFL
1 x PCIe Gen5 x8, LP
1 x OCP  3.0 Slot ( (PCIe Gen5 x16)

Up to 3 PCIe Gen5 slots + 1 OCP3.0
1 x PCIe x16 slot (Gen5 x16 link, FHHL)  
1 x PCIe x16 slot (Gen5 x16 link, LPHL)
1 x PCIe x16 slot (Gen5 x8 link, LPHL)
1 x OCP3.0 Slot (Gen5 x16 link)

Storage Controller Optional kits:
ASUS PIKE II 3008 HBA card
Broadcom Mega RAID 9560-16i

Optional kits:
ASUS PIKE II 3008 HBA card
Broadcom Mega RAID 9560-16i

Optional kits:
ASUS PIKE II 3008 HBA card
Broadcom Mega RAID 9560-16i

Storage Bays Front bays:
24 x 2.5” Hot-Swap drive bays
Support  up to 24 NVMe or 
16x NVMe + 8 SAS/SATA

Rear bays:
2 x 2.5” SATA Hot-Swap drive bays

*SAS support only from optional 
  SAS HBA/RAID card

Front bays:
12 x 3.5” Hot-Swap drive bays Support 
up to 
12 x NVMe/SATA/SAS

Rear bays:
2 x 2.5” SATA Hot-Swap drive bays

*SAS support only from optional 
  SAS HBA/RAID card

Front bays:
12 x 2.5” Hot-Swap drive bays
12 x SATA/SAS/NVME

Optional 4 x 2.5” Internal drive bays
4 x SATA/NVME

*SAS support only from optional SAS
HBA/RAID card

Networking 2 x 1GbE LAN ports
1 x Management port

2 x 1GbE LAN ports
1 x Management port

2 x 1GbE LAN ports
1 x Management port

Optical Drive N/A N/A N/A

Front I/O Ports 2 x USB 3.2 Gen1 ports
1 x Power Botton

2 x USB 3.2 Gen1 ports
1 x Power Botton

N/A

Rear I/O Ports 2 x USB 3.2 Gen1 ports
1 x VGA port
1 x Management port
2 x 1GbE LAN ports

2 x USB 3.2 Gen1 ports
1 x VGA port
1 x Management port
2 x 1GbE LAN ports

2 x USB 3.2 Gen1 ports
1 x VGA port
1 x Management port
2 x 1GbE LAN ports

Security Solution Optional TPM module
Optional PFR module

Optional TPM module
Optional PFR module

Optional TPM module
Optional PFR module

Management 
Solution

ASUS Control Center
ASUS ASMB11-iKVM (on-board)

ASUS Control Center
ASUS ASMB11-iKVM (on-board)

ASUS Control Center
ASUS ASMB11-iKVM (on-board)

Dimension 840mm x 449mm x 88.1mm (2U)
33.07” x 17.68” x 3.47

840mm x 449mm x 88.1mm (2U)
33.07in x 17.68in x 3.47in

842.5mm x 449mm x 43.85mm (1U)
33.17" x 17.68" x 1.73"

Net Weight kg
(CPU, DRAM & HDD not 
included)

19.14 kg 17.95 kg 14.16 kg

Gross Weight kg
(CPU, DRAM & HDD not 
included,
Packing included)

26.63 kg 25.14 kg 19.16 kg

Power Supply
(Following diff erent 
confi guration by region)

1+1 Redundant 1600W 80 PLUS 
Titanium Power Supply
1+1 Redundant 1600W/1200W 80 PLUS 
Platinum Power Supply

1+1 Redundant 1600W 80 PLUS 
Titanium Power Supply
1+1 Redundant 1600W/1200W 80 PLUS 
Platinum Power Supply

1+1 Redundant 1600W 80 PLUS 
Titanium Power Supply
1+1 Redundant 1600W/1200W 80 PLUS 
Platinum Power Supply

ラックサーバー
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詳細は当社ホームページをご覧ください。
すべての仕様は予告なく変更されることがあります。 Specifi cations 

RS500A-E12-RS4U ESC8000A-E12
Motherboard K14PA-U24 K14PG-D24

Processor 1 x Socket SP5 (LGA 6096)
AMD EPYC™ 9004 Series Processors (up to 400W)

2 x Socket SP5 (LGA 6096)
AMD EPYC™ 9004 Series Processors (up to 400W)

Chipset System on Chip (SoC) System on Chip (SoC)

Memory 24 x DIMM slots
DDR5 4800/4400 RDIMM/ 3DS RDIMM
Maximum 6144GB

*2DPC support depends on AMD schedule

24 x DIMM slots
DDR5 4800/4400 RDIMM/ 3DS RDIMM 
Maximum 3TB per socket

VGA Aspeed AST2600 64MB Aspeed AST2600 64MB

Graphic Up to 2 single-slot GPU cards Up to 8 double-slot GPU cards

Expansion Slots Up to 3 PCIe Gen5 slots + 1 OCP3.0
1 x PCIe x16 slot (Gen5 x16 link, FHHL) 
1 x PCIe x16 slot (Gen5 x16 link, LPHL)
1 x PCIe x16 slot (Gen5 x8 link, LPHL)
1 x OCP3.0 Slot (Gen5 x16 link)

8 x PCIe x16 slot (Gen5, FHFL) for dual-slot GPU card 
SKU-1: (3 PCIe) 
Front: 1 x PCIe x8 slot (Gen5 ,LPHL) for HBA/RAID cards
Rear: 
1 x PCIe x16 slot (Gen5 ,FHFL) for NIC card 
1 x PCIe x8 slot (Gen5 FHFL) for NIC Card 
SKU-2: (2 PCIe + 2 NVMe) 
Front: 1 x PCIe x8 slot (Gen5 ,LPHL) for HBA/RAID cards
Rear: 1 x PCIe x16 slot (Gen5 ,FHFL) for NIC card 
SKU-3: (1 PCIe + 1 OCP3.0 + 2 NVMe) 
Front: 1 x PCIe x8 slot (Gen5 ,LPHL) for HBA/RAID card
Rear: 1 x PCIe x16 slot (Gen5 ,FHFL) for OCP socket

Storage Controller Optional kits:
ASUS PIKE II 3008 HBA card
Broadcom Mega RAID 9560-16i

Optional kits:
ASUS PIKE II 3008 HBA card
ASUS PIKE II 3108 RAID card
Broadcom Mega RAID 9540-8i
Broadcom Mega RAID 9560-16i

Storage Bays Front bays:
4 x 3.5” Hot-Swap drive bays
Support up to 4 x NVMe/SATA/SAS*

*RAID card is required to support SAS hard drives

Front bays:
8 x 3.5” Hot-Swap drive bays
(backplane supports up to 8 x NVMe/SATA/SAS*)
1 x M.2 support (Gen3 x4 link)

*RAID card is required to support SAS hard drives

Networking 2 x 1GbE LAN ports 
1 x Management port

2 x 1GbE or 10GbE LAN ports 
1 x Management port

Optical Drive 1 x MCIO-type ODD (optional) (MCIO TYPE) N/A

Front I/O Ports 2 x USB 3.2 Gen1 ports
1 x VGA port

2 x USB 3.2 Gen1 ports

Rear I/O Ports 2 x USB 3.2 Gen1 ports
1 x VGA port
1 x Management port
2 x 1GbE LAN ports

1 x VGA port
1 x COM port
2 x 1GbE or 10GbE LAN ports
1 x Management port

Security Solution Optional TPM module
Optional PFR module

Optional TPM module
Optional PFR module

Management 
Solution

ASUS Control Center
ASUS ASMB11-iKVM (on-board)

ASUS Control Center
ASUS ASMB11-iKVM (on-board)

Dimension 842.5mm x 449mm x 43.85mm (1U)
33.17" x 17.68" x 1.73"

780mm x 439mm x 175.6mm (4U)
30.71” x 17.28” x 6.91”

Net Weight kg
(CPU, DRAM & HDD not 
included)

13.15 kg 49 kg

Gross Weight kg
(GPU, DRAM & HDD not 
included, Packing included)

18.15 kg 59 kg

Power Supply
(Following diff erent 
confi guration by region)

1+1 Redundant 1600W 80 PLUS Titanium Power Supply
1+1 Redundant 1200W/800W 80 PLUS Platinum Power Supply

2+2 Redundant 3000W/2600W 80 PLUS Titanium Power 
Supply
2+1 Redundant 3000W/2600W 80 PLUS Titanium Power 
Supply
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GPU サーバー

ESC8000A-E12P ESC4000A-E12
Motherboard K14PG-D24 K14PG-U12

Processor 2 x Socket SP5 (LGA 6096)
AMD EPYC™ 9004 Series Processors (up to 400W)

1 x Socket SP5 (LGA 6096)
AMD EPYC™ 9004 Series Processors (up to 400W)

Chipset System on Chip (SoC) System on Chip (SoC)

Memory 24 x DIMM slots
DDR5 4800/4400 RDIMM/ 3DS RDIMM 
Maximum 3TB per socket

12 x DIMM slots
DDR5 4800/4400 RDIMM/3DS RDIMM
Maximum 3TB

VGA Aspeed AST2600 64MB Aspeed AST2600 64MB

Graphic Up to 8 double-slot GPU cards Up to 4 double-slot GPU cards

Expansion Slots 8x PCIe x16 slot (Gen5, FHFL) for dual-slot GPU card 
SKU-1: 
Front: 1 x PCIe x16 slot (Gen5 ,LPHL) for HBA/RAID cards 
Rear: 4 x PCIe x16 slot (Gen5 ,FHFL) for NIC card 
SKU-2: 
Front: 1 x PCIe x16 slot (Gen5 ,LPHL) for HBA/RAID cards 
Rear: 
3 x PCIe x16 slot (Gen5 ,FHFL) for NIC card 
1 x PCIe x16 slot (Gen5 ,FHFL) for OCP socket

Rear: 
4 x PCIe x16 slots (Gen5 x16 link, FHFL) for dual-slot GPU 
cards or 
8 x PCIe x16 slots (Gen5 x8 link, FHFL) for single-slot GPU 
cards 
1 x PCIe x16 slots (Gen5 x16 link, FHHL) 
1 x PCIe x16 slot (Gen5 x16/x8 link, FHHL) or OCP socket 
option 
1 x PCIe x8 slot (Gen5 x0/x8 link, LPHL)

Front: 1 x PCIe x8 slot (Gen5 x8 link, LPHL) Only for SKU1

Storage Controller Optional kits:
ASUS PIKE II 3008 HBA card
ASUS PIKE II 3108 RAID card
Broadcom Mega RAID 9540-8i
Broadcom Mega RAID 9560-16i

Optional kits:
ASUS PIKE II 3008 HBA card
ASUS PIKE II 3108 RAID card
Broadcom Mega RAID 9540-8i
Broadcom Mega RAID 9560-16i

Storage Bays Front bays:
8 x 3.5” Hot-Swap drive bays
(backplane supports up to 8 x NVMe/SATA/SAS*)
1 x M.2 support (Gen3 x4 link)

*RAID card is required to support SAS hard drives

2 x 2.5” & 4 x 3.5“ Hot-Swap drive bays
SKU1: 2 x 2.5” SATA/SAS*/NVMe + 2 x 3.5” SATA/SAS*/
NVMe +
2 x 3.5” SATA/SAS* 
SKU2: 2 x 2.5” SATA/SAS*/NVMe + 4 x 3.5” SATA/SAS*/
NVMe (Occupy 1 x PCIe x8 link)

**RAID card is required to support SAS hard drives
**For SKU1 additional 2 x NVMe support required a RAIDcard

Networking 2 x 1GbE or 10GbE LAN ports
1 x Management port

2 x 1GbE LAN ports
1 x Management port

Optical Drive N/A N/A

Front I/O Ports 2 x USB 3.2 Gen1 ports 4 x USB 3.2 Gen1 ports

Rear I/O Ports 1 x VGA port
1 x COM port
2 x 1GbE or 10 GbE LAN ports
1 x Management port 

2 x USB 3.2 Gen1 ports 
1 x VGA port
2 x 1GbE LAN ports
1 x Management port

Security Solution Optional TPM module
Optional PFR module

Optional TPM module
Optional PFR module

Management 
Solution

ASUS Control Center
ASUS ASMB11-iKVM (on-board)

ASUS Control Center
ASUS ASMB11-iKVM (on-board)

Dimension 780mm x 439mm x 175.6mm (4U)
30.71” x 17.28” x 6.91”

800mm x 439.5mm x 88.9mm (2U)
31.5” x 17.3” x 3.5”

Net Weight kg
(CPU, DRAM & HDD not 
included)

52 kg 24 kg

Gross Weight kg
(GPU, DRAM & HDD not 
included, Packing included)

62 kg 34.8 kg

Power Supply
(Following diff erent 
confi guration by region)

2+2 Redundant 3000W/2600W 80 PLUS Titanium Power Supply 
2+1 Redundant 30000W/2600W 80 PLUS Titanium Power Supply

1+1 Redundant 2600W 80 PLUS Titanium Power Supply
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RS720Q-E11-RS8U RS720-E11-R24U RS720-E11-R12U
Motherboard Z13PH-D16 Z13PP-D32 Z13PP-D32

Processor Per node: 2 x Socket P(LGA4677)
4th Gen Intel® Xeon® Scalable 
Processors Family
(with Air cool up to 205W, with Liquid 
cool up to 350W)

2 x Socket P (LGA 4677)
4th Gen Intel® Xeon® Scalable Processors 
Family
(up to 350w)

2 x Socket P (LGA 4677)
4th Gen Intel® Xeon® Scalable Processors 
Family 
(up to 350w)

Chipset Intel® C741A Chipset Intel® C741 Chipset Intel® C741 Chipset

Memory Per node:
16 x DIMM slots
DDR5 up to 4800 RDIMM (1DP)
Maximum 2TB + 4TB (DDR5 + Crow Pass)

32 x DIMM slots
DDR5 up to 4800 RDIMM 
(1DP)/4400(2DPC)
Maximum 4 TB + 8 TB (DDR5 + Crow Pass)

32 x DIMM slots
DDR5 up to 4800 RDIMM 
(1DP)/4400(2DPC)
Maximum 4 TB + 8 TB (DDR5 + Crow Pass)

VGA Aspeed AST2600 64MB Aspeed AST2600 64MB Aspeed AST2600 64MB

Graphic N/A Up to 2 single-slot GPU (FHFL) or 
1 double-slot GPU (FHFL) support

Up to 4 double-slot GPU cards

Expansion Slots Per node: up to 2 slots
1 x PCIe Gen5 x16 (HHHL)
1 x PCIe Gen5 x16 (LP)

Up to 4 PCIe Gen5 slots 
2 x PCIe Gen5 x8 or 1 x PCIe Gen5 x16 
(FHFL) 
1 x OCP3.0 (FHFL) 
1 x PCIe Gen5 x16 (LP)

6 x PCIe Gen5 x8 link or 3 x PCIe Gen5 
x16 link(FHFL or FHHL)
1 x PCIe Gen5 x16 link (FHHL)
1 x PCIe Gen5 x16 link (LP)
1 x OCP 3.0

Storage Controller Per node:
Support RAID 0, 1
Optional Broadcom SAS3008 12G 
Controller

N/A Optional kits:
ASUS PIKE II 3008 HBA card
ASUS PIKE II 3108 RAID card
Broadcom Mega RAID 9540-8i
Broadcom Mega RAID 9560-16i

Storage Bays 8 x 2.5” Hot-Swap drive bays (NVMe/
SATA/SAS*)

*SATA/SAS support from optional CB 
board

Front Bays: 
24 x 2.5" Hot-Swap drive bays
Support up to 12 x NVMe/SATA/SAS*+ 
12x NVMe

*RAID card is required to support 
  SAS hard drives 

12 x 3.5" Hot-Swap drive bays
8 x NVMe/SAS*/SATA + 4 x NVMe/SATA

*PIKE/RAID card is required to support 
  SAS hard drives

Networking Per node:
2 x 10GbE LAN ports
1 x Management port

4 x 1GbE or  2 x 10GbE LAN port 
1 x Management port 

4 x 1GbE or 2 x 10GbE LAN port 
1 x Management port 

Optical Drive N/A N/A N/A

Front I/O Ports N/A N/A N/A

Rear I/O Ports Per node:
2 x USB 3.2 Gen1 ports
1 x VGA port
2 x 10GbE ports
1 x Management port

2 x USB 3.1 Gen1 ports 
1 x VGA port 
1 x Management port 
2 x 10GbE or 4 x 1GbE LAN port

2 x USB 3.1 Gen1 ports 
1 x VGA port 
1 x Management port 
2 x 10GbE or 4 x 1GbE LAN port 

Security Solution Optional TPM module
Optional PFR module

Optional TPM module
Optional PFR module

Optional TPM module
Optional PFR module

Management 
Solution

ASUS Control Center
ASUS ASMB11-iKVM (on-board)

ASUS Control Center
ASUS ASMB11-iKVM (on-board)

ASUS Control Center
ASUS ASMB11-iKVM (on-board)

Dimension 800mm x 444mm x 88mm (2U)
31.5” x 17.48” x 3.46”

800mm x 444mm x 88mm (2U)
31.5” x 17.48” x 3.46”

840mm x 447mm x 88mm(2U)
33.07" x 17.60" x 3.46"

Net Weight kg
(CPU, DRAM & HDD not 
included)

37.5 kg 20.3 kg 14.94 kg

Gross Weight kg
(GPU, DRAM & HDD not 
included, Packing included)

46.5 kg 26.77 kg 19.94 kg

Power Supply
(Following diff erent 
confi guration by region)

1+1 Redundant 3000W 80 PLUS 
Titanium Power Supply

1+1 Redundant AC: 2600W/1600W 80 
PLUS Titanium/ Platinum Power Supply

1+1 Redundant AC: 2600W/1600W 80 
PLUS Titanium/ Platinum Power Supply
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RS700-E11-RS12U RS700-E11-RS4U ESC-N8-E11
Motherboard Z13PP-D32 Z13PP-D32 Z13PN-D32

Processor 2 x Socket P (LGA 4677)
4th Gen Intel® Xeon® Scalable 
Processors Family
(up to 350w)

2 x Socket P (LGA 4677)
4th Gen Intel® Xeon® Scalable 
Processors Family
 (up to 350w)

2 x Socket P (LGA 4677)
4th Gen Intel® Xeon® Scalable Processors 
Family
(up to 350w)

Chipset Intel® C741 Chipset Intel® C741 Chipset Intel® C741 Chipset

Memory 32 x DIMM slots
DDR5 up to 4800 RDIMM 
(1DP)/4400(2DPC)
Maximum 4 TB + 8 TB (DDR5 + Crow 
Pass)

32 x DIMM slots
DDR5 up to 4800 RDIMM 
(1DP)/4400(2DPC)
Maximum 4 TB + 8 TB (DDR5 + Crow 
Pass)

32 x DIMM slots
DDR5 4800/4400 RDIMM/RDIMM 3DS 
Maximum 4 TB + 8 TB (DDR5 + Crow Pass) 

VGA Aspeed AST2600 64MB Aspeed AST2600 64MB Aspeed AST2600 64MB

Graphic Up to 2 single-slot or 1 double-slot GPU 
cards

Up to 2 single-slot or 1 double-slot 
GPU cards

NVIDIA® HGX 8-GPU baseboard

Expansion Slots Up to 3+1 PCIe slot
1 x OCP 3.0 or PCIe Gen5 x16 ( FHFL)
1 x PCIe Gen5 x16 ( FHFL)
1 x PCIe Gen5 x8 (LP, internal)
1 x PCIe Gen5 x16 (LP)

Up to 3+1 PCIe slot
1 x OCP 3.0 or PCIe Gen5 x16 ( FHFL)
1 x PCIe Gen5 x16 ( FHFL)
1 x PCIe Gen5 x8 (LP, internal)
1 x PCIe Gen5 x16 (LP)

10 + 1* PCIe Gen5 slots 
[PCIe Switch directly] 4 x PCIe Gen5 LP 
(CPU1) + 4 x PCIe Gen5 LP (CPU2) 
[CPU directly] 1 x PCIe Gen5 x16 FHHL 
(CPU1) + 1 x PCIe Gen5 x16 FHHL (CPU2) 
*1 x Internal RAID Card 

Storage Controller Optional kits:
ASUS PIKE II 3008 HBA card
ASUS PIKE II 3108 RAID card
Broadcom Mega RAID 9540-8i
Broadcom Mega RAID 9560-16i

Optional kits:
ASUS PIKE II 3008 HBA card
ASUS PIKE II 3108 RAID card
Broadcom Mega RAID 9540-8i
Broadcom Mega RAID 9560-16i

8 x NVMe from PCIe Switch, 2 x NVMe from 
CPU2,
8 x SATA 6Gb/s ports, 

Optional Kits:
Broadcom Mega RAID 9560-16i

Storage Bays 12 x 3.5" Hot-Swap drive bays
12 x NVMe/SATA/SAS*

*PIKE/RAID card is required to support 
  SAS hard drives

4 x 3.5" Hot-Swap drive bays
4 x NVMe/SATA/SAS*

*PIKE/RAID card is required to support 
  SAS hard drives

10 x 2.5” Hot-Swap drive bays
(8 x NVMe, 2 x NVMe/SATA/SAS*)
2 x M.2 support (Gen5 x8 link) 
(PLX 89088 SKU only)

*RAID card is required to support SAS hard drives

Networking 4 x 1GbE or 2 x 10GbE LAN port
1 x Management port 

4 x 1GbE or 2 x 10GbE LAN port 
1 x Management port 

2 x10GbE LAN ports
1 x Management port 

Optical Drive N/A N/A N/A

Front I/O Ports N/A N/A 4 x USB3.1 Gen1 ports
1 x VGA port
2 x 10Gb LAN module 1 x Management 
port

Rear I/O Ports 2 x USB 3.1 Gen1 ports 
1 x VGA port 
1 x Management port 
2 x 10GbE or 4 x 1GbE LAN port

2 x USB 3.1 Gen1 ports 
1 x VGA port 
1 x Management port 
2 x 10GbE or 4 x 1GbE LAN port

N/A

Security Solution Optional TPM module
Optional PFR module

Optional TPM module
Optional PFR module

Optional TPM module
Optional PFR module

Management 
Solution

ASUS Control Center
ASUS ASMB11-iKVM (on-board)

ASUS Control Center
ASUS ASMB11-iKVM (on-board)

ASUS Control Center
ASUS ASMB11-iKVM (on-board)

Dimension 842.5mm x 439.5mm x 44mm (1U)
33.17” x 17.3” x 1.73”

842.5mm x 439.5mm x 44mm (1U)
33.17” x 17.3” x 1.73”

885mm x 447mm x 306.65mm (7U)
34.84” x 17.6” x 12.07”

Net Weight kg
(CPU, DRAM & HDD not 
included)

13.93 kg 19.93 kg 100 kg

Gross Weight kg
(GPU, DRAM & HDD not 
included, Packing included)

18.93 kg 25.77 kg TBD

Power Supply
(Following diff erent 
confi guration by region)

1+1 Redundant 1200W 80 PLUS 
Platinum Power Supply
1+1 Redundant 1600W 80 PLUS 
Titanium Power Supply

1+1 Redundant 1200W 80 PLUS 
Platinum Power Supply
1+1 Redundant 1600W 80 PLUS 
Titanium Power Supply

3+3 Redundant 3000W 54V 80 PLUS 
Titanium Power Supply
4+1 Redundant 3000W 54V 80 PLUS 
Titanium Power Supply

RS700-E11-RS12U
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ESC8000-E11 ESC8000-E11P ESC4000-E11
Motherboard Z13PG-D32 Z13PG-D32 Z13PG-D16/V2

Processor 2 x Socket P (LGA 4677)
4th Gen Intel® Xeon® Scalable Processors Family
(up to 350w)

2 x Socket P (LGA 4677)
4th Gen Intel® Xeon® Scalable Processors 
Family
(up to 350w)

2 x Socket P (LGA 4677)
4th Gen Intel® Xeon® Scalable 
Processors Family
(up to 350w)

Chipset Intel® C741 Chipset Intel® C741 Chipset Intel® C741 Chipset

Memory 32 x DIMM slots 
DDR5 4800/4400 RDIMM/RDIMM 3DS 
Maximum 4TB + 8TB (DDR5 + Crow Pass)

32 x DIMM slots 
DDR5 4800/4400 RDIMM/RDIMM 3DS 
Maximum 4TB + 8TB (DDR5 + Crow Pass) 

16 x DIMM slots
DDR5 4800/4400 RDIMM/3DS 
RDIMM
Maximum 4TB

VGA Aspeed AST2600 64MB Aspeed AST2600 64MB Aspeed AST2600 64MB

Graphic Up to 8 double-slot GPU cards Up to 8 double-slot GPU cards Up to 4 double-slot GPU cards

Expansion Slots 8 x PCIe x16 slot (Gen5, FHFL) for dual-slot GPU card 
SKU-1: (3 PCIe) 
Front: 1 x PCIe x8 slot (Gen5 ,LPHL) for HBA/RAID cards 
Rear: 1 x PCIe x16 slot (Gen5 ,FHFL) for NIC card 
1 x PCIe x8 slot (Gen5 FHFL) for NIC Card 
SKU-2: (2 PCIe + 2 NVMe) 
Front: 1 x PCIe x8 slot (Gen5 ,LPHL) for HBA/RAID cards. 
Rear: 1 x PCIe x16 slot (Gen5 ,FHFL) for NIC card 
SKU-3: (1x PCIe + 1x OCP3.0 + 2 x NVMe) 
Front: 1 x PCIe x8 slot (Gen5 ,LPHL) for HBA/RAID cards 
Rear: 1 x PCIe x16 slot (Gen5 ,FHFL) for OCP socket 

8x PCIe x16 slot (Gen5, FHFL) for dual-slot GPU 
card 
SKU-1: Front: 1 x PCIe x16 slot (Gen5 ,LPHL) for 
HBA/RAID cards Rear: 4 x PCIe x16 slot (Gen5 
,FHFL) for NIC card 
SKU-2: Front: 1 x PCIe x16 slot (Gen5 ,LPHL) for 
HBA/RAID cards Rear: 
3 x PCIe x16 slot (Gen5 ,FHFL) for NIC card 
1 x PCIe x16 slot (Gen5 ,FHFL) for OCP socket 

Rear: 4 x PCIe x16 slots (Gen5 x16 link, 
FHFL) for dual-slot GPU cards or 
8 x PCIe x16 slots (Gen5 x8 link, FHFL)
for single-slot GPU cards 
2 x PCIe x16 slots (Gen5 x16 link, FHHL)

Front: 1 x PCIe x8 slot (Gen4 x8 link, 
LPHL) 
Only for SKU1

Storage 
Controller

Optional kits:
ASUS PIKE II 3008 HBA card
ASUS PIKE II 3108 RAID card
Broadcom Mega RAID 9540-8i
Broadcom Mega RAID 9560-16i

Optional kits:
ASUS PIKE II 3008 HBA card
ASUS PIKE II 3108 RAID card
Broadcom Mega RAID 9540-8i
Broadcom Mega RAID 9560-16i

Optional kits:
ASUS PIKE II 3008 HBA card
ASUS PIKE II 3108 RAID card
Broadcom Mega RAID 9540-8i
Broadcom Mega RAID 9560-16i

Storage Bays Front Bays:
8 x 3.5" Hot-Swap drive bays
(backplane supports up to 8 x NVMe/SATA/
SAS*)
1 x M.2 support (Gen3 x4 link)

*RAID card is required to support SAS hard 
drives

Front Bays:
8 x 3.5" Hot-Swap drive bays
(backplane supports up to 8 x NVMe/
SATA/SAS*)
1 x M.2 support (Gen3 x4 link)

*RAID card is required to support SAS 
hard drives

SKU-1:2 x 2.5" SATA/SAS*/NVMe + 2 x 
3.5" SATA/SAS*/NVMe + 2 x 3.5” SATA/ 
SAS*
SKU-2:2 x 2.5" SATA/SAS*/NVMe + 4 
x 3.5" SATA/SAS*/NVMe (Occupy 1 x 
PCIe x8 link ), 1 x M.2 socket (Gen3 x4 
link PCIe mode, up to 2280)

*RAID card is required to support SAS 
hard drives
**For SKU1 additional 2 x NVMe support 
required a RAID card

Networking 2 x 1GbE or 10GbE LAN ports 
1 x Management port 

2 x GbE or 10GbE LAN ports 
1 x Management port 

2 x 1GbE LAN ports
1 x Management port

Optical Drive N/A N/A N/A

Front I/O Ports 2 x USB 3.2 Gen1 ports 2 x USB 3.2 Gen1 ports 4 x USB 3.2 Gen1 ports

Rear I/O Ports 1 x VGA port
1 x COM port 
2 x 1GbE or 10GbE LAN ports
1 x Management port 

1 x VGA port
1 x COM port 
2 x 1GbE or 10GbE LAN ports
1 x Management port

2 x USB 3.2 Gen1 ports
1 x VGA port
2 x 1GbE LAN ports
1 x Management port

Security Solution Optional TPM module
Optional PFR module

Optional TPM module
Optional PFR module

Optional TPM module
Optional PFR module

Management 
Solution

ASUS Contorl Center
ASUS ASMB11-iKVM (on-board)

ASUS Contorl Center
ASUS ASMB11-iKVM (on-board)

ASUS Control Center
ASUS ASMB11-iKVM (on-board)

Dimension 780mm x 439mm x 175.6mm (4U)
30.71” x 17.28” x 6.91”

780mm x 439mm x 175.6mm (4U)
30.71” x 17.28” x 6.91”

800mm x 439.5mm x 88.9mm 
(2U)
31.5” x 17.3” x 3.5”

Net Weight kg
(CPU, DRAM & HDD not 
included)

49 kg 52 kg TBD

Gross Weight kg
(GPU, DRAM & HDD not 
included, Packing included)

59 kg 62 kg TBD

Power Supply
(Following diff erent 
confi guration by region)

2+2 Redundant 3000W/2600W 80 PLUS 
Titanium 
Power Supply
2+1 Redundant 30000W/2600W 80 PLUS 
Titanium 
Power Supply

2+2 Redundant 3000W/2600W 80 PLUS 
Titanium Power Supply
2+1 Redundant 3000W/2600W 80 PLUS 
Titanium Power Supply

1+1 Redundant 2600W 80 PLUS 
Titanium Power Supply
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