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ASUS X870E/X870/B850/B840 Motherboards

Feb. 2026

ROG STRIX ProArt TUF GAMINGROG

X870E/X870 

PRIMEROG STRIX ProArtPRIME

B850 B840

TUF GAMINGSeries

Chipset

�4�F�S�J�F�TSeries

Chipset

Model

CPU socket

Photo

Chipset

Form factor 

Graphics

PCIe Q-Release 

Wireless

ASUS Wi-Fi Q-antenna 

Power architecture

Memory

M.2 Q-Design

# Slots, 
Maximum Capacity

Expansion
slots

PCIe 5.0 x16

PCIe 4.0 x16

PCIe 3.0 x16

PCIe 4.0/3.0 x4

PCIe x1 4.0 or 3.0

Networking
Ethernet

Storage &
connectivity

SATA 6Gb/s

M.2

Front USB port(s)

Rear USB port(s)

USB4 (40Gbps)

Fast-Charging USB-C

USB 20Gbps

USB 10Gbps

USB 5Gbps

USB 2.0

Audio

Cooling

Audio codec

LANGuard

Impedence Sense

Audio cover

DAC/AMP

Audio Effects

Fan Headers

Heatsinked M.2

Speed (MT/s)

NitroPath DRAM Technology

AI Cache Boost

AI Advisor

AI Overclocking 

AI Cooling II

AI Networking II

Clock Gen

Dynamic OC Switcher

Core Flex

BIOS Capacity

ASUS DriverHub

BIOS Q-Dashboard

Aura Sync

RGB Header

CPU Power Connector

ProCool/ ProCool II

COM port/ header

FW TPM / TPM header/ TPM IC onboard

SPI header

BIOS FlashBack™  

Anti Virus

Others

Model

CPU socket

Photo

Chipset

Form factor 

Graphics

PCIe Q-Release 

Wireless

ASUS Wi-Fi Q-antenna 

Power architecture

Memory

M.2 Q-Design

# Slots, 
Maximum Capacity

Expansion
slots

PCIe 5.0 x16

PCIe 4.0 x16

PCIe 3.0 x16

PCIe 4.0/3.0 x4

PCIe x1 4.0 or 3.0

Networking
Ethernet

Storage &
connectivity

SATA 6Gb/s

M.2

Front USB port(s)

Rear USB port(s)

USB4 (40Gbps)

Fast-Charging USB-C

USB 20Gbps

USB 10Gbps

USB 5Gbps

USB 2.0

Audio

Cooling

Audio codec

LANGuard

Impedence Sense

Audio cover

DAC/AMP

Audio Effects

Fan Headers

Heatsinked M.2

Speed (MT/s)

NitroPath DRAM Technology

AI Cache Boost

AI Advisor

AI Overclocking 

AI Cooling II

AI Networking II

Clock Gen

Dynamic OC Switcher

Core Flex

BIOS Capacity

ASUS DriverHub

BIOS Q-Dashboard

Aura Sync

RGB Header

CPU Power Connector

ProCool/ ProCool II

COM port/ header

FW TPM / TPM header/ TPM IC onboard

SPI header

BIOS FlashBack™  

Anti Virus

Others

ProArt B850-CREATOR
WIFI NEO

B850

ATX

14(80A)+2(80A)+1(80A)

9000+(OC)

HDMI 2.1/DP 1.4/USB 10Gbps Type-C® with DP-Alt

PCIe Q-Release

4

4 x DIMM, Max. 256GB, DDR5
ECC and Non-ECC U-DIMM

2 x PCIe 5.0 x16 Slot
(supports x16, x8/x8 mode)

1 x PCIe 4.0 x16 Slot
(supports x4 mode)

M.2 Q-Release
M.2 Q-Latch
M.2 Q-Slide

—

1(1C@F)

1C@F (PD30W)

4(2A@B,2C@B)

2(2@F)

8(4A@B,4A@F)

Wi-Fi 7

ALC 1220P

3 x ARGB

8+8

ProCool

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

AIDA64 (60 Days Free Trial)
HWiNFO
GlideX

—

7

2

2 x  Reaktek 5Gb Ethernet

V

V

V

V

—

V

—

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2242/2260/2280

(supports PCIe 5.0 x4 mode)
M.2_2 slot (Key M), type 2242/2260/2280

(supports PCIe 5.0 x4 mode)
AMD B850 Chipset

M.2_3 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

Total 7 ports
1 x USB 20Gbps connector (supports USB Type-C®

with up to 30W PD Fast-charge) 
1 x USB 5Gbps header supports 2

additional USB 5Gbps ports
2 x USB 2.0 headers support
4 additional USB 2.0 ports

Total 8 ports
4 x USB 10Gbps ports

(2 x Type-A + 1 x USB Type-C® +
1 x USB Type-C® with Alt mode)
4 x USB 2.0 ports (4 x Type-A) 

—

—

—

1 x PCIe 4.0 x1 Slot

—

V

—

1 x COM header

—

—

—

64MB

AM5

ROG STRIX B850-I
GAMING WIFI

B850

Mini-ITX

10(90A)+2(90A)+1

8400+(OC)

HDMI 2.1 /USB 10Gbps (DP 1.4)

PCIe Q-Release Slim

2

2 x DIMM, 
Max. 128GB, DDR5

1 x PCIe 5.0 x16 Slot
(support x16 mode)

—

M.2 Q-Latch
M.2 Q-Slide

—

1(1C@B)

—

6 (4A1C@B, 1C@F)

2(2@F)

4 (2A@B,2A@F)

Wi-Fi 7

ALC 4080

2 x ARGB

8

ProCool

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

AIDA64 (60 Days Free Trial)
HWiNFO
GlideX

Dolby Atmos

4

1

1 x Intel 2.5Gb Ethernet

V

V

V

V

V

—

V

V

V

V

V

AMD Ryzen™ Desktop Processors
M.2_1 slot (key M), type 2242/2260/2280 

(supports PCIe 5.0x4) 
AMD B850 Chipset

M.2_2 (Key M), type2242/2260/2280 
(supports PCIe 5.0 x4)

Front USB (Total 5 ports)
1 x USB 10Gbps connector

(1 x USB Type-C®)
1 x USB 5Gbps header supports 2

additional USB 5Gbps ports
1 x USB 2.0 headers support 2

additional USB 2.0 ports

Total 8 ports
1 x USB 20Gbps port (1 x USB Type-C®)

5 x USB 10Gbps ports
(4 x Type-A + 1 x USB Type-C®)
2 x USB 2.0 ports (2 x Type-A)

—

—

—

—

Savitech SV3H712 AMP

V

V

—

—

V

V

32MB

AM5

ROG CROSSHAIR
X870E EXTREME

X870E

AM5

E-ATX

20(110A)+2(110A)+2 

9000+(OC)

HDMI 2.1 / USB4

PCIe Q-Release Slim

4

V

4 x DIMM, 
Max. 256GB, DDR5

2 x PCIe 5.0 x16 Slots
(support x16 or x8/x8 or x8/x4/x4 modes)

M.2 Q-Release
M.2 Q-Latch
M.2 Q-Slide

1C@F (PD60W/QC4+)

2(2C@B)

1(1C@F)

11(8A2C@B, 1C@F)

4 (4@F)

4 (4@F)

Wi-Fi 7

ALC 4082

ESS® ES9219 QUAD DAC

6 x ARGB (1 x ARGB + 5@ARGB Spliter Cables)

8+8

ProCool II

FW TPM

10-1 pin

ESET Internet security (1 year full version)

AIDA64 EXTREME
HWiNFO
GlideX

Dolby Atmos

14 (6@onboard, 8@FAN Splitter cable)

5

1 x Marvell® 10Gb Ethernet
1 x Reaktek 5Gb Ethernet

V

V

V

V

V

V

V

V

V

V

V

V

AM5 Processors
M.2_1 slot (key M), type 2242/2260/2280/22110 

(support PCIe 5.0 x4 mode)
M.2_2 slot (key M), type 2242/2260/2280 

(support PCIe 5.0 x4 mode)
M.2_3 slot (key M), type 2242/2260/2280 

(support PCIe 5.0 x4 mode)
AMD X870E Chipset

DIMM.2_1 slot (Key M) via ROG Q-DIMM.2,
type 2230/2242/2260/2280/22110

(supports PCIe 4.0 x4 mode)
DIMM.2_2 slot (Key M) via ROG Q-DIMM.2,

type 2230/2242/2260/2280/22110
(supports PCIe 4.0 x4 mode) 

SlimSAS connector supports PCIe 4.0 x4 mode via an
SFF-8654 adapter cable. The cable is purchased separately.

Total 10 ports
 1 x USB 20Gbps connector 

(supports USB Type-C®)
 1 x USB 10Gbps connector 

(supports USB Type-C®)
2 x USB 5Gbps headers 

support 4 additional USB 5Gbps ports
2 x USB 2.0 headers 

support 4 additional USB 2.0 ports

Total 12 ports
 2 x USB4® (40Gbps) ports (2 x USB Type-C®)

 10 x USB 10Gbps ports 
(8 x Type-A + 2 x USB Type-C®)

—

—

—

—

—

—

V

V

V

2 X 32MB

ROG STRIX B850-G
GAMING WIFI

2

—

—

—

—

6

3

V

V

V

V

V

V

—

—

V

V

V

V

V

—

—

—

—

—

—

—

—

B850

AM5

micro-ATX

14(80A)+2(80A)+1(80A)

8000+(OC)

HDMI 2.1 / DP 1.4

PCIe Q-Release 

4 x DIMM, 
Max. 256GB, DDR5

1 x PCIe 5.0 x16 Slot
(support x16 mode)

M.2 Q-Release
M.2 Q-Latch

1(C@B)

4 (2A1C@B, 1C@F)

6 (4A@B, 2A@F)

6 (2A@B, 4A@F)

Wi-Fi 7

ALC1220P

3 x ARGB

8+8

ProCool

FW TPM

Norton 360 for Gamers (60 Days Free Trial)

AIDA64 (60 Days Free Trial)
HWiNFO
GlideX

Dolby Atmos

1 x Intel 2.5Gb Ethernet

AMD Ryzen™ Desktop Processors
M.2_1 slot (Key M), type 2242/2260/2280

(supports PCIe 4.0 x4 mode)
M.2_2 slot (Key M), type 2242/2260/2280

(supports PCIe 5.0 x4 mode)
AMD B850 Chipset

M.2_3 slot (Key M), type 2280
(supports PCIe 4.0 x4)

M.2_4 slot (Key M), type 2280
(supports PCIe 4.0 x4) 

Front USB (Total 7 ports)
1 x USB 10Gbps connector

(1 x USB Type-C®)
1 x USB 5Gbps header supports 2

additional USB 5Gbps ports
2 x USB 2.0 headers support 4

additional USB 2.0 ports

Rear USB (Total 10 ports)
1 x USB 20Gbps port (1 x USB Type-C®)

3 x USB 10Gbps ports 
(2 x Type-A + 1 x USB Type-C®)
4 x USB 5Gbps ports (4 x Type-A)
2 x USB 2.0 ports (2 x Type-A)

Savitech SV3H712 AMP

32MB

TUF GAMING
X870E-PLUS WIFI7

X870

ATX

16(80A)+2(80A)+1(80A)

8000+(OC)

HDMI 2.1/ 2 x USB4® (40Gbps) Type-C with DP-Alt

PCIe Q-Release Slim

4

—

4 x DIMM, 
Max. 256GB, DDR5

1 x PCIe 5.0 x16 Slot
(@ x16)

1 x PCIe 4.0 x16 Slot (@x4)

M.2 Q-latch

2 (2C@B)

1 (1C@F) 

3 (3A@B)

6 (4A@B, 2A@F)

8 (4A@B, 4A@F)

Wi-Fi 7

ALC 1220P

internal AMP

3 x ARGB

8+8

ProCool

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

1 x Thermal Sensor header
ASUS GlideX
TurboV Core

ASUS MyHotkey

DTS Audio Processing

7

3

1 x  Reaktek 2.5Gb Ethernet

V

V

V

V

V

V

V

V

V

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280

(PCIe 5.0 x4)
M.2_2 slot (Key M), type 2242/2260/2280/22110

(PCIe 5.0 x4)
AMD X870E Chipset

M.2_3 slot (Key M), type 2280
(PCIe 4.0 x4)

M.2_4 slot (Key M), type 2280
(PCIe 4.0 x4)

Total 7 ports
1 x USB 20Gbps connector

(supports USB Type-C® with up to 30W PD Fast-charge)
1 x USB 5Gbps header supports 2

additional USB 5Gbps ports
2 x USB 2.0 headers support 4

additional USB 2.0 ports

Total 13 ports
2 x USB4® (40Gbps) ports (2 x USB Type-C®)

3 x USB 10Gbps ports (3 x Type-A)
4 x USB 5Gbps ports (4 x Type-A)
4 x USB 2.0 ports (4 x Type-A)

—

—

1 x PCIe 3.0 x1 Slot

—

30W

AM5

—

V

V

32MB

ROG CROSSHAIR
X870E HERO BTF

X870E

ATX

18(110A)+2(110A)+2 

8600+(OC)

HDMI 2.1 / USB4

PCIe Q-Release Slim

4

V

4 x DIMM, 
Max. 256GB, DDR5

1 x PCIe 5.0 x16 Slots
(support x16 or x8/x4/x4 modes)

M.2 Q-Release
M.2 Q-Latch
M.2 Q-Slide

-

2(2C@B)

2(2C@F)

8(6A2C@B)

4 (4@F)

4 (4@F)

Wi-Fi 7

ALC 4082

ESS® ES9219 QUAD DAC

3 x ARGB

8+8

ProCool II

FW TPM

10-1 pin

ESET Internet security (1 year full version)

AIDA64 EXTREME
HWiNFO
GlideX

Dolby Atmos

8

5

1 x Reaktek 5Gb Ethernet
1 x Intel 2.5Gb Ethernet

V

V

V

V

V

V

V

V

V

V

V

V

AM5 Processors
M.2_1 slot (key M), type 2242/2260/2280 

(support PCIe 5.0 x4 mode)
M.2_2 slot (key M), type 2242/2260/2280 

(support PCIe 5.0 x4 mode)
M.2_3 slot (key M), type 2242/2260/2280 

(support PCIe 5.0 x4 mode)
AMD X870E Chipset

M.2_4 slot (key M), type 2242/2260/2280 
(support PCIe 4.0 x4 mode)

M.2_5 slot (key M), type2280 
(support PCIe 4.0 x4 mode)

Total 10 ports
 2 x USB 20Gbps connector 

(supports USB Type-C®)
2 x USB 5Gbps headers 

support 4 additional USB 5Gbps ports
2 x USB 2.0 headers 

support 4 additional USB 2.0 ports

Total 10 ports
 2 x USB4® (40Gbps) ports (2 x USB Type-C®)

 8 x USB 10Gbps ports 
(6 x Type-A + 2 x USB Type-C®)

—

—

1 x PCIe 4.0 x4 Slot

—

—

—

AM5

V

V

V

32MB

ROG STRIX X870E-H GAMING
WIFI7 HATSUNE MIKU EDITION

X870E

ATX

16(80A)+2(80A)+1(80A)

8000+(OC)

HDMI 2.1 / USB4

PCIe Q-Release

4

V

4 x DIMM, 
Max. 256GB, DDR5

1 x PCIe 5.0 x16 Slots
(support x16 mode)

M.2 Q-Release (all M.2s)
M.2 Q-Latch

1C@B (PD30W)

2(2C@B)

1(1C@F)

4(3A1C@B)

8(6A@B, 2@F)

6(2@B, 4@F)

Wi-Fi 7

ALC 1220P

—

3 x ARGB

8+8

ProCool II

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

AIDA64 (60 Days Free Trial)
HWiNFO
GlideX

Dolby Atmos

8

4

1 x Realtek 5Gb Ethernet

V

V

V

V

V

V

V

V

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2242/2260/2280

(supports PCIe 5.0 x4 mode)
M.2_2 slot (Key M), type 2280/22110

(supports PCIe 5.0 x4 mode)
AMD X870E Chipset

M.2_3 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

M.2_4 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

Front USB (Total 7 ports)
1 x USB 20Gbps connector (supports USB

Type-C®)
1 x USB 5Gbps header supports 2 additional

USB 5Gbps ports
2 x USB 2.0 headers support 4 additional

USB 2.0 ports

Rear USB (Total 14 ports)
2 x USB4® (40Gbps) ports  (2 x USB Type-C®)
4 x USB 10Gbps ports (3 x Type-A + 1 x USB

Type-C® with up to 30W PD/PPS Fast-charge)**
6 x USB 5Gbps ports (6 x Type-A)
2 x USB 2.0 ports (2 x Type-A)

1 x PCIe 4.0 x16 Slots
(support x4 mode)

—

—

—

V

—

AM5

—

V

V

32MB

ROG STRIX X870E-H
GAMING WIFI7

X870E

ATX

16(80A)+2(80A)+1(80A) 

8000+(OC)

HDMI 2.1 / USB4

PCIe Q-Release

4

V

4 x DIMM, 
Max. 256GB, DDR5

1 x PCIe 5.0 x16 Slots
(support x16 mode)

M.2 Q-Release (all M.2s)
M.2 Q-Latch

1C@B (PD30W)

2(2C@B)

1(1C@F)

4(3A1C@B)

8(6A@B, 2@F)

6(2@B, 4@F)

Wi-Fi 7

ALC 1220P

—

3 x ARGB

8+8

ProCool II

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

AIDA64 (60 Days Free Trial)
HWiNFO
GlideX

Dolby Atmos

8

4

1 x Realtek 5Gb Ethernet

V

V

V

V

V

V

V

V

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2242/2260/2280

(supports PCIe 5.0 x4 mode)
M.2_2 slot (Key M), type 2280/22110

(supports PCIe 5.0 x4 mode)
AMD X870E Chipset

M.2_3 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

M.2_4 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

Front USB (Total 7 ports)
1 x USB 20Gbps connector (supports USB

Type-C®)
1 x USB 5Gbps header supports 2 additional

USB 5Gbps ports
2 x USB 2.0 headers support 4 additional

USB 2.0 ports

Rear USB (Total 14 ports)
2 x USB4® (40Gbps) ports  (2 x USB Type-C®)
4 x USB 10Gbps ports (3 x Type-A + 1 x USB

Type-C® with up to 30W PD/PPS Fast-charge)**
6 x USB 5Gbps ports (6 x Type-A)
2 x USB 2.0 ports (2 x Type-A)

1 x PCIe 4.0 x16 Slots
(support x4 mode)

—

—

—

V

—

AM5

—

V

V

32MB

ROG CROSSHAIR
X870E APEX

X870E

AM5

ATX

18(110A)+2(110A)+2 

9600+(OC)

USB4

PCIe Q-Release Slim

4

—

2 x DIMM, 
Max. 128GB, DDR5 

2 x PCIe 5.0 x16 Slots
(support x16 or x8/x8 or x8/x4/x4 modes)

M.2 Q-Release
M.2 Q-Latch
M.2 Q-Slide

1C@F (PD60W/QC4+)

2(2C@B)

2(2C@F)

6(5A1C@B)

6(2A@B, 4@F)

4 (4@F)

Wi-Fi 7

ALC 4080

Savitech SV3H712 AMP

3 x ARGB

8+8

ProCool II

FW TPM

10-1 pin

ESET Internet security (1 year full version)

AIDA64 EXTREME
HWiNFO
GlideX

Dolby Atmos

8

5

1 x Realtek 5Gb Ethernet

V

V

V

V

V

V

V

V

V

V

V

V

AMD Ryzen™ Desktop Processors
M.2_1 slot (key M), type 2242/2260/2280 

(support PCIe 5.0 x4 mode)
M.2_2 slot (key M), type 2242/2260/2280 

(support PCIe 5.0 x4 mode)
M.2_3 slot (key M), type 2242/2260/2280 

(support PCIe 5.0 x4 mode)
AMD X870E Chipset

DIMM.2_1 slot (Key M) via ROG DIMM.2, 
type 2230/2242/2260/2280/22110

(support PCIe 4.0 x4 mode)
DIMM.2_2 slot (Key M) via ROG DIMM.2, 

type 2230/2242/2260/2280/22110
(support PCIe 4.0 x4 mode)

Front USB (Total 10 ports)
1 x USB 20Gbps (supports USB Type-C® 

with up to 60W PD/QC4+)
1 x USB 20Gbps connector 

(supports USB Type-C®)
2 x USB 5Gbps headers 

support 4 additional USB 5Gbps ports
2 x USB 2.0 headers 

support 4 additional USB 2.0 ports

Rear USB (Total 10 ports)
2 x USB4® (40Gbps) ports 

(2 x USB Type-C®)
6 x USB 10Gbps ports 

(5 x Type-A + 1 x USB Type-C®) 
2 x USB 5Gbps ports (2 x Type-A)

—

—

1 x PCIe 4.0 x4 Slot

1 x PCIe 3.0 x1 Slot

V

—

V

V

V

32MB

ROG STRIX B850-E
GAMING WIFI

B850

ATX

16(90A)+2(90A)+2(80A)

8000+(OC)

HDMI 2.1 / DP 1.4 / USB4

PCIe Q-Release Slim

4

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(support x16 / x8 mode)

1 x PCIe 4.0 x16 Slot
(support x4 mode)

M.2 Q-Release
M.2 Q-Latch
M.2 Q-Slide

1(1C@B)

1(1C@B)

1C@B (PD30W)

7(6A@B, 1C@F)

2(2@F)

8(4A@B, 4@F)

Wi-Fi 7

ALC 4080

3 x ARGB

8+8

ProCool

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

AIDA64 (60 Days Free Trial)
HWiNFO
GlideX

Dolby Atmos

8

5

1 x Realtek 5Gb Ethernet

V

V

V

V

V

—

V

V

V

V

V

AMD Ryzen™ Desktop Processors
M.2_1 slot (Key M), type 2242/2260/2280

(supports PCIe 5.0 x4 mode)
M.2_2 slot (Key M), type 2242/2260/2280/22110

(supports PCIe 5.0 x4 mode)
M.2_3 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

AMD B850 Chipset
M.2_4 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

M.2_5 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

Front USB (Total 7 ports)
1 x USB 10Gbps connector (1 x USB Type-C®)

1 x USB 5Gbps header supports 2
additional USB 5Gbps ports

2 x USB 2.0 headers support 4
additional USB 2.0 ports

Rear USB (Total 12 ports)
1 x USB4® (40Gbps) port  (1 x USB Type-C®)
1 x USB 20Gbps port (supports USB Type-C® 

with up to 30W PD/PPS Fast-charge)
6 x USB 10Gbps ports (6 x Type-A)

4 x USB 2.0 ports (4 x Type-A)

—

—

—

—

Savitech SV3H712 AMP  

V

V

-

AM5

—

V

V

32MB

ROG STRIX B850-F
GAMING WIFI7 NEO

B850

ATX

16(80A)+2(80A)+2(80A)

9000+(OC)

HDMI 2.1

PCIe Q-Release

2

4 x DIMM,
Max. 256GB, DDR5

1 x PCIe 5.0 x16 Slot
(support x16 mode)

1 x PCIe 4.0 x16 Slot
(support x4 mode)

M.2 Q-Release
M.2 Q-Latch
M.2 Q-Slide

—

1(C@F)

—

4(2A2C@B)

10(4A@F, 5A1C@B)

8(2A@B, 6@F)

Wi-Fi 7

ALC 4080

3 x ARGB

8+8

ProCool

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

AIDA64 (60 Days Free Trial)
ASUS AI ADVISOR

HWiNFO
GlideX

MB Manager
Integrated WIFI Driver

Dolby Atmos

7

4

1 x Realtek 5Gb Ethernet

V

V

V

V

—

V

V

V

V

V

V

AMD Ryzen™ Desktop Processors
M.2_1 (Key M), type 2242/2260/2280

(supports PCIe 5.0x4 mode)
M.2_2 (Key M), type 2280

(supports PCIe 5.0 x4 mode)
AMD B850 Chipset

M.2_3 (Key M), type 2280
(supports PCIe 4.0 x4)

M.2_4 (Key M), type 2242/2260/2280
(supports PCIe 4.0 x4)

Front USB (Total 11 ports)
1 x USB 20Gbps connector (1 x USB Type-C®)

2 x USB 5Gbps headers support 4
additional USB 5Gbps ports

3 x USB 2.0 headers support 6
additional USB 2.0 ports

Total 12 ports
4 x USB 10Gbps ports

(2 x Type-A, 2 x USB Type-C®)
6 x USB 5Gbps ports

(5 x Type-A, 1 x USB Type-C®)
2 x USB 2.0 ports (2 x Type-A)

—

—

—

—

Savitech SV3H712 AMP  

V

V

-

AM5

V

—

—

64MB

ROG STRIX B850-F
GAMING WIFI

B850

ATX

16(80A)+2(80A)+2(80A)

8000+(OC)

HDMI 2.1 / DP 1.4

PCIe Q-Release Slim

2

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(support x16 mode)

1 x PCIe 4.0 x16 Slot
(support x4 mode)

M.2 Q-Release
M.2 Q-Latch
M.2 Q-Slide

—

1(C@B)

—

4(2A1C@B, 1C@F)

6(4A@B, 2@F)

8(4A@B, 4@F)

Wi-Fi 7

ALC 4080

3 x ARGB

8+8

ProCool

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

AIDA64 (60 Days Free Trial)
HWiNFO
GlideX

Dolby Atmos

7

4

1 x Intel 2.5Gb Ethernet

V

V

V

V

—

—

V

V

V

V

V

AMD Ryzen™ Desktop Processors
M.2_1 (Key M), type 2242/2260/2280 

(supports PCIe 5.0x4 mode)
M.2_2 (Key M), type 2280/22110 

(supports PCIe 5.0 x4 mode)
AMD B850 Chipset

M.2_3 (Key M), type 2280 
(supports PCIe 4.0 x4)

M.2_4 (Key M), type 2280 
(supports PCIe 4.0 x4)

Front USB (Total 7 ports)
1 x USB 10Gbps connector 

(1 x USB Type-C®)
1 x USB 5Gbps header supports 2 

additional USB 5Gbps ports
2 x USB 2.0 headers support 4 

additional USB 2.0 ports

Total 12 ports
 1 x USB 20Gbps port (1 x USB Type-C®)

3 x USB 10Gbps ports
(2 x Type-A, 1 x USB Type-C®)

4 x USB 5Gbps ports (4 x Type-A)
4 x USB 2.0 ports (4 x Type-A)

—

—

—

—

Savitech SV3H712 AMP  

V

V

-

AM5

—

—

—

32MB

ROG STRIX B850-A
GAMING WIFI

B850

ATX

14(80A)+2(80A)+2(80A)

8000+(OC)

HDMI 2.1 / DP 1.4

PCIe Q-Release Slim

2

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(support x16 mode)

1 x PCIe 4.0 x16 Slot
(support x4 mode)

M.2 Q-Release
M.2 Q-Latch
M.2 Q-Slide

—

1(C@B)

—

4(2A1C@B, 1C@F)

6(4A@B, 2@F)

6(2A@B, 4@F)

Wi-Fi 7

ALC 4080

3 x ARGB

8+8

ProCool

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

AIDA64 (60 Days Free Trial)
HWiNFO
GlideX

Dolby Atmos

7

4

1 x Intel 2.5Gb Ethernet

V

V

V

V

—

—

V

V

V

V

V

AMD Ryzen™ Desktop Processors
M.2_1 (Key M), type 2242/2260/2280 

(supports PCIe 5.0x4 mode)
M.2_2 (Key M), type 2280/22110 

(supports PCIe 4.0 x4 mode)
AMD B850 Chipset

M.2_3 (Key M), type 2280 
(supports PCIe 4.0 x4)

M.2_4 (Key M), type 2280 
(supports PCIe 4.0 x4)

Front USB (Total 7 ports)
1 x USB 10Gbps connector 

(1 x USB Type-C®)
1 x USB 5Gbps header supports 2 

additional USB 5Gbps ports
2 x USB 2.0 headers support 4 

additional USB 2.0 ports

Total 10 ports
 1 x USB 20Gbps port (1 x USB Type-C®)

3 x USB 10Gbps ports
(2 x Type-A, 1 x USB Type-C®)

4 x USB 5Gbps ports (4 x Type-A)
2 x USB 2.0 ports (2 x Type-A)

—

—

—

—

Savitech SV3H712 AMP  

V

V

-

AM5

—

—

—

32MB

ROG STRIX B850-A
GAMING WIFI7 NEO

B850

ATX

14(80A)+2(80A)+2(80A)

9000+(OC)

HDMI 2.1

PCIe Q-Release

2

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(support x16 mode)

1 x PCIe 4.0 x16 Slot
(support x4 mode)

M.2 Q-Release
M.2 Q-Latch
M.2 Q-Slide

—

1(C@F)

—

4(2A2C@B)

10(6A@B, 4A@F)

8(2A@B, 6A@F)

Wi-Fi 7

ALC 4080

3 x ARGB

8+8

ProCool

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

AIDA64 (60 Days Free Trial)
HWiNFO
GlideX

MB Manager
Integrated WIFI Driver

Dolby Atmos

7

4

1 x Realtek 5Gb Ethernet

V

V

V

V

—

V

V

V

V

V

V

AMD Ryzen™ Desktop Processors
M.2_1 (Key M), type 2242/2260/2280

(supports PCIe 5.0x4 mode)
M.2_2 (Key M), type 2280

(supports PCIe 4.0 x4 mode)
AMD B850 Chipset

M.2_3 (Key M), type 2280
(supports PCIe 4.0 x4)

M.2_4 (Key M), type 2280
(supports PCIe 4.0 x4)

Front USB (Total 11 ports)
1 x USB 20Gbps connector (1 x USB Type-C®)

2 x USB 5Gbps headers support 4
additional USB 5Gbps ports

3 x USB 2.0 headers support 6
additional USB 2.0 ports

Total 12 ports
4 x USB 10Gbps ports

(2 x Type-A, 2 x USB Type-C®)
6 x USB 5Gbps ports

(6 x Type-A)
2 x USB 2.0 ports (2 x Type-A)

—

—

—

—

Savitech SV3H712 AMP  

V

V

-

AM5

V

—

—

64MB

TUF GAMING
B850-BTF WIFI W

B850

ATX

14(80A)+2(80A)+1(80A)

8000+(OC)

HDMI 2.1 / DP 1.4

PCIe Q-Release Slim

4

4 x DIMM, 
Max. 256GB, DDR5

1 x PCIe 5.0 x16 Slot
(supports x16 mode)

1 x PCIe 4.0 x16 Slot
(supports x4 mode)

M.2 Q-Release
M.2 Q-Latch

1 x Thunderbolt™ (USB4®) header

1(1C@B)

—

4(3A@B, 1C@F)

6(4A@B, 2A@F)

6(2A@B, 4A@F)

Wi-Fi 7

ALC 1220P

3 x ARGB

8+8

ProCool

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

GlideX

DTS Audio Processing

7

3

1 x  Reaktek 2.5Gb Ethernet

V

V

V

V

—

—

—

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

M.2_2 slot (Key M), type 2242/2260/2280/22110
(supports PCIe 4.0 x4 mode)

AMD B850 Chipset
M.2_3 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

Total 7 ports
1 x USB 10Gbps connector
(supports USB Type-C®) 

1 x USB 5Gbps header supports 2
additional USB 5Gbps ports

2 x USB 2.0 headers support 4
additional USB 2.0 ports

Total 10 ports
1 x USB 20Gbps port (1 x USB Type-C®)

3 x USB 10Gbps ports (3 x Type-A)
4 x USB 5Gbps ports (4 x Type-A)
2 x USB 2.0 ports (2 x Type-A)

—

—

—

1 x PCIe 4.0 x1 Slot

internal AMP

V

V

1 x COM header

AM5

—

—

—

32MB

TUF GAMING
B850M-PLUS WIFI

B850

micro-ATX

14(80A)+2(80A)+1(80A)

8000+(OC)

HDMI 2.1 / DP 1.4

PCIe Q-Release

4

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(supports x16 mode)

—

M.2 Q-Latch

—

1(1C@B)

—

4(3A@B, 1C@F)

6(4A@B, 2A@F)

7(4A@B, 3A@F)

Wi-Fi 6E

ALC 1220P

3 x ARGB

8+8

ProCool

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

GlideX

DTS Audio Processing

6

3

1 x  Reaktek 2.5Gb Ethernet

V

V

V

V

—

—

—

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

M.2_2 slot (Key M), type 2242/2260/2280
(supports PCIe 4.0 x4 mode)

AMD B850 Chipset
M.2_3 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

Total 6 ports
1 x USB 10Gbps connector
(supports USB Type-C®) 

1 x USB 5Gbps header supports 2
additional USB 5Gbps ports

2 x USB 2.0 headers support 3
additional USB 2.0 ports

Total 12 ports
1 x USB 20Gbps port (1 x USB Type-C®)

3 x USB 10Gbps ports (3 x Type-A)
4 x USB 5Gbps ports (4 x Type-A)
4 x USB 2.0 ports (4 x Type-A)

—

—

—

1 x PCIe 4.0 x1 Slot

internal AMP

V

V

1 x COM header

AM5

—

—

—

32MB

TUF GAMING
B850M-PLUS WIFI7 W

B850

micro-ATX

14(80A)+2(80A)+1(80A)

8000+(OC)

HDMI 2.1 / DP 1.4

PCIe Q-Release

4

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(supports x16 mode)

—

M.2 Q-Latch

—

1(1C@B)

—

4(3A@B, 1C@F)

6(4A@B, 2A@F)

7(4A@B, 3A@F)

Wi-Fi 7

ALC 1220P

3 x ARGB

8+8

ProCool

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

GlideX
Clear CMOS Button

DTS Audio Processing

6

2

1 x  Reaktek 2.5Gb Ethernet

V

V

V

V

—

—

—

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

M.2_2 slot (Key M), type 2242/2260/2280
(supports PCIe 4.0 x4 mode)

AMD B850 Chipset
M.2_3 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

Total 6 ports
1 x USB 10Gbps connector
(supports USB Type-C®) 

1 x USB 5Gbps header supports 2
additional USB 5Gbps ports

2 x USB 2.0 headers support 3
additional USB 2.0 ports

Total 12 ports
1 x USB 20Gbps port (1 x USB Type-C®)

3 x USB 10Gbps ports (3 x Type-A)
4 x USB 5Gbps ports (4 x Type-A)
4 x USB 2.0 ports (4 x Type-A)

—

—

—

1 x PCIe 4.0 x1 Slot

internal AMP

V

—

1 x COM header

AM5

—

—

—

32MB

TUF GAMING
B850M-PLUS WIFI7

B850

micro-ATX

14(80A)+2(80A)+1(80A)

8000+(OC)

HDMI 2.1 / DP 1.4

PCIe Q-Release

4

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(supports x16 mode)

—

M.2 Q-Latch

—

1(1C@B)

—

4(3A@B, 1C@F)

6(4A@B, 2A@F)

7(4A@B, 3A@F)

Wi-Fi 7

ALC 1220P

3 x ARGB

8+8

ProCool

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

GlideX
Clear CMOS Button

DTS Audio Processing

6

2

1 x  Reaktek 2.5Gb Ethernet

V

V

V

V

—

—

—

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

M.2_2 slot (Key M), type 2242/2260/2280
(supports PCIe 4.0 x4 mode)

AMD B850 Chipset
M.2_3 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

Total 6 ports
1 x USB 10Gbps connector
(supports USB Type-C®) 

1 x USB 5Gbps header supports 2
additional USB 5Gbps ports

2 x USB 2.0 headers support 3
additional USB 2.0 ports

Total 12 ports
1 x USB 20Gbps port (1 x USB Type-C®)

3 x USB 10Gbps ports (3 x Type-A)
4 x USB 5Gbps ports (4 x Type-A)
4 x USB 2.0 ports (4 x Type-A)

—

—

—

1 x PCIe 4.0 x1 Slot

internal AMP

V

V

1 x COM header

AM5

—

—

—

32MB

TUF GAMING
B850M-PLUS

B850

micro-ATX

14(80A)+2(80A)+1(80A)

8000+(OC)

HDMI 2.1 / DP 1.4

PCIe Q-Release

4

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(supports x16 mode)

—

M.2 Q-Latch

—

1(1C@B)

—

4(3A@B, 1C@F)

6(4A@B, 2A@F)

8(4A@B, 4A@F)

—

ALC 1220P

3 x ARGB

8+8

ProCool

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

—

DTS Audio Processing

6

3

1 x  Reaktek 2.5Gb Ethernet

—

V

V

V

—

—

—

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

M.2_2 slot (Key M), type 2242/2260/2280
(supports PCIe 4.0 x4 mode)

AMD B850 Chipset
M.2_3 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

Total 7 ports
1 x USB 10Gbps connector
(supports USB Type-C®) 

1 x USB 5Gbps header supports 2
additional USB 5Gbps ports

2 x USB 2.0 headers support 4
additional USB 2.0 ports

Total 12 ports
1 x USB 20Gbps port (1 x USB Type-C®)

3 x USB 10Gbps ports (3 x Type-A)
4 x USB 5Gbps ports (4 x Type-A)
4 x USB 2.0 ports (4 x Type-A)

—

—

—

1 x PCIe 4.0 x1 Slot

internal AMP

V

V

1 x COM header

AM5

—

—

—

32MB

TUF GAMING
 B850M-PLUS II

B850

micro-ATX

14(80A)+2(80A)+1(80A)

8000+(OC)

HDMI 2.1 / DP 1.4

PCIe Q-Release

4

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(supports x16 mode)

—

M.2 Q-Latch

—

1(1C@B)

—

4(3A@B, 1C@F)

6(4A@B, 2A@F)

8(4A@B, 4A@F)

—

ALC 1220P

3 x ARGB

8+8

ProCool

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

Clear CMOS Button

DTS Audio Processing

6

2

1 x  Reaktek 2.5Gb Ethernet

—

V

V

V

—

—

—

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

M.2_2 slot (Key M), type 2242/2260/2280
(supports PCIe 4.0 x4 mode)

AMD B850 Chipset
M.2_3 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

Total 7 ports
1 x USB 10Gbps connector
(supports USB Type-C®) 

1 x USB 5Gbps header supports 2
additional USB 5Gbps ports

2 x USB 2.0 headers support 4
additional USB 2.0 ports

Total 12 ports
1 x USB 20Gbps port (1 x USB Type-C®)

3 x USB 10Gbps ports (3 x Type-A)
4 x USB 5Gbps ports (4 x Type-A)
4 x USB 2.0 ports (4 x Type-A)

—

—

—

1 x PCIe 4.0 x1 Slot

internal AMP

V

V

1 x COM header

AM5

—

—

—

32MB

PRIME
B850-PLUS WIFI

B850

ATX

8+2+1

8000+(OC)

HDMI 2.1 / DP 1.4

—

4

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(supports x16 mode)

1 x PCIe 4.0 x16 Slot
( supports x4 mode)

—

—

—

—

4(3A1C@B)

5(2A@B, 2A1C@F)

8(2A@B, 6A@F)

Wi-Fi 6E

ALC 897

3 x ARGB

8+4

—

TPM header

14-1 pin

Norton 360 Deluxe (60 Days Free Trial)

GlideX

—

7

1

1 x  Reaktek 2.5Gb Ethernet

V

V

V

V

—

—

—

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

M.2_2 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

AMD B850 Chipset
M.2_3 slot (Key M), type 2242/2260/2280/22110

(supports PCIe 4.0 x2 mode)

Total 9 ports
1 x USB 5Gbps connector
(supports USB Type-C®)

1 x USB 5Gbps header supports 2
additional USB 5Gbps ports

3 x USB 2.0 headers support 6
additional USB 2.0 ports

Total 8 ports
4 x USB 10Gbps ports

(3 x Type-A + 1 x USB Type-C®)
2 x USB 5Gbps ports (2 x Type-A)
2 x USB 2.0 ports (2 x Type-A)

2 x PCIe 3.0 x16 Slots
(support x1 mode)

—

—

—

—

—

—

1 x COM header

AM5

—

—

—

32MB

PRIME
B850-PLUS 

B850

ATX

8+2+1

8000+(OC)

HDMI 2.1 / DP 1.4

—

4

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(supports x16 mode)

1 x PCIe 4.0 x16 Slot
( supports x4 mode)

—

—

—

—

4(3A1C@B)

5(2A@B, 2A1C@F)

6(2A@B, 4A@F)

—

ALC 897

3 x ARGB

8+4

—

TPM header

14-1 pin

Norton 360 Deluxe (60 Days Free Trial)

—

—

7

1

1 x  Reaktek 2.5Gb Ethernet

—

V

V

V

—

—

—

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

M.2_2 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

AMD B850 Chipset
M.2_3 slot (Key M), type 2242/2260/2280/22110

(supports PCIe 4.0 x2 mode)

Total 7 ports
1 x USB 5Gbps connector
(supports USB Type-C®)

1 x USB 5Gbps header supports 2
additional USB 5Gbps ports

2 x USB 2.0 headers support 4
additional USB 2.0 ports

Total 8 ports
4 x USB 10Gbps ports

(3 x Type-A + 1 x USB Type-C®)
2 x USB 5Gbps ports (2 x Type-A)
2 x USB 2.0 ports (2 x Type-A)

—

—

—

—

—

—

—

1 x COM header

AM5

—

—

—

32MB

PRIME
B850M-A WIFI

B850

micro-ATX

8+2+1

8000+(OC)

HDMI 2.1 / 2 x DP 1.4

—

4

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(supports x16 mode)

1 x PCIe 4.0 x16 Slot
(supports x1 mode)

—

—

—

—

2(2A@B)

5(2A@B, 2A1C@F)

8(4A@B, 4A@F)

Wi-Fi 6E

ALC 897

3 x ARGB

8+4

—

TPM header

14-1 pin

Norton 360 Deluxe (60 Days Free Trial)

GlideX

—

6

1

1 x  Reaktek 2.5Gb Ethernet

V

V

V

V

—

—

—

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

M.2_2 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

AMD B850 Chipset
M.2_3 slot (Key M), type 2242/2260/2280

(supports PCIe 4.0 x4 mode)

Total 7 ports
1 x USB 5Gbps connector
(supports USB Type-C®)

1 x USB 5Gbps header supports 2
additional USB 5Gbps ports

2 x USB 2.0 headers support 4
additional USB 2.0 ports

Total 8 ports
2 x USB 10Gbps ports (2 x Type-A)
2 x USB 5Gbps ports (2 x Type-A)
4 x USB 2.0 ports (4 x Type-A)

—

—

—

—

—

—

—

1 x COM header

AM5

—

—

—

32MB

PRIME
B850M-A

B850

micro-ATX

8+2+1

8000+(OC)

HDMI 2.1 / 2 x DP 1.4

—

4

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(supports x16 mode)

1 x PCIe 4.0 x16 Slot
(supports x1 mode)

—

—

—

—

2(2A@B)

5(2A@B, 2A1C@F)

8(4A@B, 4A@F)

—

ALC 897

3 x ARGB

8+4

—

TPM header

14-1 pin

Norton 360 Deluxe (60 Days Free Trial)

—

—

6

1

1 x  Reaktek 2.5Gb Ethernet

—

V

V

V

—

—

—

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

M.2_2 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

AMD B850 Chipset
M.2_3 slot (Key M), type 2242/2260/2280

(supports PCIe 4.0 x4 mode)

Total 7 ports
1 x USB 5Gbps connector
(supports USB Type-C®)

1 x USB 5Gbps header supports 2
additional USB 5Gbps ports

2 x USB 2.0 headers support 4
additional USB 2.0 ports

Total 8 ports
2 x USB 10Gbps ports (2 x Type-A)
2 x USB 5Gbps ports (2 x Type-A)
4 x USB 2.0 ports (4 x Type-A)

—

—

—

—

—

—

—

1 x COM header

AM5

—

—

—

32MB

PRIME B840-PLUS WIFI

B840

ATX

8+2+1

7600+(OC)

HDMI 2.1 / DP 1.4

—

4

4 x DIMM, 
Max. 256GB, DDR5

—

1 x PCIe 4.0 x16 Slot
(supports x16 mode)

—

—

—

—

2(1A1C@B)

5(2A@B, 2A1C@F)

8(4A@B, 4A@F)

Wi-Fi 6E

ALC 897

3 x ARGB

8+4

—

TPM header

14-1 pin

Norton 360 Deluxe (60 Days Free Trial)

GlideX

—

7

1

1 x  Reaktek 2.5Gb Ethernet

V

V

V

V

—

—

—

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

M.2_2 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

AMD B840 Chipset
M.2_3 slot (Key M), type 2242/2260/2280

(supports PCIe 3.0 x4 mode)

Total 7 ports
1 x USB 5Gbps connector 
(supports USB Type-C®)

1 x USB 5Gbps header supports 2 
additional USB 5Gbps ports

2 x USB 2.0 headers support 4 
additional USB 2.0 ports

Total 8 ports
2 x USB 10Gbps ports

(1 x Type-A + 1 x USB Type-C®)
2 x USB 5Gbps ports (2 x Type-A)
4 x USB 2.0 ports (4 x Type-A)

1 x PCIe 3.0 x16 Slot (supports x4 mode)
2 x PCIe 3.0 x16 Slots (support x1 mode)

—

—

1 x PCIe 3.0 x1 Slot

—

—

—

1 x COM header

AM5

—

—

—

32MB

PRIME B840M-A WIFI

B840

micro-ATX

8+2+1

7600+(OC)

HDMI 2.1 / 2 x DP 1.4

—

4

4 x DIMM, 
Max. 256GB, DDR5 

—

1 x PCIe 4.0 x16 Slot
(supports x16 mode)

—

—

—

—

2(2A@B)

4(1C@B, 2A1C@F)

8(4A@B, 4A@F)

Wi-Fi 6E

ALC 897

3 x ARGB

8

—

TPM header

14-1 pin

Norton 360 Deluxe (60 Days Free Trial)

GlideX

—

6

1

1 x  Reaktek 2.5Gb Ethernet

V

V

V

V

—

—

—

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

M.2_2 slot (Key M), type 2242/2260/2280
(supports PCIe 4.0 x4 mode)

AMD B840 Chipset
M.2_3 slot (Key M), type 2280
(supports PCIe 3.0 x4 mode)

Total 7 ports
1 x USB 5Gbps connector
(supports USB Type-C®)

1 x USB 5Gbps header supports 2 
additional USB 5Gbps ports

2 x USB 2.0 headers support 4 
additional USB 2.0 ports

Total 7 ports
2 x USB 10Gbps ports (2 x Type-A)

1 x USB 5Gbps port (1 x USB Type-C®)
4 x USB 2.0 ports (4 x Type-A)

2 x PCIe 3.0 x16 Slots
(support x1 mode)

—

—

—

—

—

—

1 x COM header

AM5

—

—

—

32MB

PRIME B840M-A

B840

micro-ATX

8+2+1

7600+(OC)

HDMI 2.1 / 2 x DP 1.4

—

4

4 x DIMM, 
Max. 256GB, DDR5 

—

1 x PCIe 4.0 x16 Slot
(supports x16 mode)

—

—

—

—

2(2A@B)

4(1C@B, 2A1C@F)

8(4A@B, 4A@F)

—

ALC 897

3 x ARGB

8

—

TPM header

14-1 pin

Norton 360 Deluxe (60 Days Free Trial)

—

—

4

1

1 x  Reaktek 2.5Gb Ethernet

—

V

V

V

—

—

—

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

M.2_2 slot (Key M), type 2242/2260/2280
(supports PCIe 4.0 x4 mode)

AMD B840 Chipset
M.2_3 slot (Key M), type 2280
(supports PCIe 3.0 x4 mode)

Total 7 ports
1 x USB 5Gbps connector 
(supports USB Type-C®)

1 x USB 5Gbps header supports 2 
additional USB 5Gbps ports

2 x USB 2.0 headers support 4 
additional USB 2.0 ports

Total 7 ports
2 x USB 10Gbps ports (2 x Type-A)

1 x USB 5Gbps port (1 x USB Type-C®)
4 x USB 2.0 ports (4 x Type-A)

2 x PCIe 3.0 x16 Slots
(support x1 mode)

—

—

—

—

—

—

1 x COM header

AM5

—

—

—

32MB

TUF GAMING
B850-PLUS WIFI

B850

ATX

14(80A)+2(80A)+1(80A)

8000+(OC)

HDMI 2.1 / DP 1.4

PCIe Q-Release

4

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(supports x16 mode)

1 x PCIe 4.0 x16 Slot
(supports x4 mode)

M.2 Q-Latch

1 x Thunderbolt™ (USB4®) header

1(1C@B)

—

4(3A@B, 1C@F)

6(4A@B, 2A@F)

6(2A@B, 4A@F)

Wi-Fi 7

ALC 1220P

3 x ARGB

8+8

ProCool

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

GlideX

DTS Audio Processing

7

3

1 x  Reaktek 2.5Gb Ethernet

V

V

V

V

—

—

—

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

M.2_2 slot (Key M), type 2242/2260/2280/22110
(supports PCIe 4.0 x4 mode)

AMD B850 Chipset
M.2_3 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

Total 7 ports
1 x USB 10Gbps connector
(supports USB Type-C®) 

1 x USB 5Gbps header supports 2
additional USB 5Gbps ports
2 x USB 2.0 headers support
4 additional USB 2.0 ports

Total 10 ports
1 x USB 20Gbps port (1 x USB Type-C®)

3 x USB 10Gbps ports (3 x Type-A)
4 x USB 5Gbps ports (4 x Type-A)
2 x USB 2.0 ports (2 x Type-A)

—

—

—

2 x PCIe 4.0 x1 Slots

internal AMP

V

V

1 x COM header

AM5

—

—

—

32MB

TUF GAMING
 B850-E WIFI

B850

ATX

8(80A)+2(80A)+1(80A)

8000+(OC)

HDMI 2.1 / DP 1.4

PCIe Q-Release

4

4 x DIMM, 
Max. 256GB, DDR5

1 x PCIe 5.0 x16 Slot
(supports x16 mode)

1 x PCIe 4.0 x16 Slot
(supports x1 mode)

M.2 Q-Latch

—

1(1C@F)

—

2(1A1C@B)

5(3A@B, 2A@F) 

7(3A@B, 4A@F)

Wi-Fi 6E

ALC 897

3 x ARGB

8+4

ProCool

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

GlideX

DTS Audio Processing

7

1

1 x  Reaktek 2.5Gb Ethernet

V

V

V

V

—

—

—

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

M.2_2 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

AMD B850 Chipset
M.2_3 slot (Key M), type 2242/2260/2280/22110

(supports PCIe 4.0 x4 mode)

Total 7 ports
1 x USB 20Gbps connector

(supports USB Type-C®)
1 x USB 5Gbps header supports 2

additional USB 5Gbps ports
2 x USB 2.0 headers support 4

additional USB 2.0 ports

Total 8 ports
2 x USB 10Gbps ports

(1 x Type-A + 1 x USB Type-C®)
3 x USB 5Gbps ports (3 x Type-A)
3 x USB 2.0 ports (3 x Type-A)

—

—

—

1 x PCIe 4.0 x1 Slot

—

—

V

1 x COM header

AM5

—

—

—

32MB

ROG CROSSHAIR
X870E HERO

X870E

ATX

18(110A)+2(110A)+2 

9000+(OC)

HDMI 2.1 / USB4

PCIe Q-Release Slim

4

V

4 x DIMM,
Max. 256GB, DDR5

2 x PCIe 5.0 x16 Slots
(support x16 or x8/x8 or x8/x4/x4 modes)

M.2 Q-Release
M.2 Q-Latch
M.2 Q-Slide

1C@F (PD60W)

2(2C@B)

2(2C@F)

8(6A2C@B)

4 (4@F)

4 (4@F)

Wi-Fi 7

ALC 4082

ESS® ES9219 QUAD DAC

3 x ARGB

8+8

ProCool II

FW TPM

10-1 pin

ESET Internet security (1 year full version)

AIDA64 EXTREME
HWiNFO
GlideX

Dolby Atmos

8

5

1 x Reaktek 5Gb Ethernet
1 x Intel 2.5Gb Ethernet

V

V

V

V

V

V

V

V

V

V

V

V

AM5 Processors
M.2_1 slot (key M), type 2242/2260/2280 

(support PCIe 5.0 x4 mode)
M.2_2 slot (key M), type 2242/2260/2280 

(support PCIe 5.0 x4 mode)
M.2_3 slot (key M), type 2242/2260/2280 

(support PCIe 5.0 x4 mode)
AMD X870E Chipset

M.2_4 slot (key M), type 2242/2260/2280 
(support PCIe 4.0 x4 mode)

M.2_5 slot (key M), type2280 
(support PCIe 4.0 x4 mode)

SlimSAS
SlimSAS slot supports PCIe 4.0 x4 mode

Total 10 ports
 1 x USB 20Gbps connector 

(supports USB Type-C® with up to 60W PD/QC4+)
 1 x USB 20Gbps connector 

(supports USB Type-C®)
2 x USB 5Gbps headers 

support 4 additional USB 5Gbps ports
2 x USB 2.0 headers 

support 4 additional USB 2.0 ports

Total 10 ports
 2 x USB4® ports with ASMedia USB4® controller 

(2 x USB Type-C®)
 8 x USB 10Gbps ports 

(6 x Type-A + 2 x USB Type-C®)

—

—

—

—

—

—

AM5

V

V

V

2 x 32MB

ROG STRIX X870E-E
GAMING WIFI

X870E

ATX

18(110A)+2(110A)+2 

8400+(OC)

HDMI 2.1 / USB4

PCIe Q-Release Slim

4

V

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(support x16 mode)

1 x PCIe 4.0 x16 Slot
(support x4 mode)

M.2 Q-Release
M.2 Q-Latch
M.2 Q-Slide

2(2C@B)

2(1C@B, 1C@F)

10(9A1C@B)

4(4@F)

6(6@F)

Wi-Fi 7

ALC 4080

Savitech SV3H712 AMP

3 x ARGB

8+8

ProCool II

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

AIDA64 (60 Days Free Trial)
HWiNFO
GlideX

Dolby Atmos

8

5

1 x Reaktek 5Gb Ethernet

V

V

V

V

V

V

V

V

V

V

V

V

V

AM5 Processors
M.2_1 slot (key M), type 2242/2260/2280 

(support PCIe 5.0 x4 mode)
M.2_2 slot (key M), type 2242/2260/2280 

(support PCIe 5.0 x4 mode)
M.2_3 slot (key M), type 2242/2260/2280/22110 

(support PCIe 5.0 x4 mode)
AMD X870E Chipset

M.2_4 slot (key M), type 2280 
(support PCIe 4.0 x4 mode)

M.2_5 slot (key M), type 2280 
(support PCIe 4.0 x4 mode)

Total 11 ports
 1 x USB 20Gbps connector 

(supports USB Type-C®)
2 x USB 5Gbps headers 

support 4 additional USB 5Gbps ports
3 x USB 2.0 headers 

support 6 additional USB 2.0 ports

Total 13 ports
 2 x USB4® ports with ASMedia USB4® controller 

(2 x USB Type-C®)
1 x USB 20Gbps port 

(1 x USB Type-C® with up to 30W PD Fast-charge) 
10 x USB 10Gbps ports 

(9 x Type-A + 1 x USB Type-C®)

—

—

—

—

1C@B (PD30W)

AM5

V

V

V

32MB

ROG STRIX X870E-E
GAMING WIFI7 NEO

X870E

ATX

18(110A)+2(110A)+2 

9200+(OC)

HDMI 2.1 / USB4

PCIe Q-Release

4

V

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(support x16 mode)

1 x PCIe 4.0 x16 Slot
(support x4 mode)

M.2 Q-Release
M.2 Q-Latch
M.2 Q-Slide

2(2C@B)

2(2C@F)

11(9A2C@B)

4(4@F)

6(6@F)

Wi-Fi 7

ALC 4080

Savitech SV3H712 AMP

3 x ARGB

8+8

ProCool II

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

AIDA64 (60 Days Free Trial)
HWiNFO
GlideX

Pre-Installed WIFI driver
MLO Wizard

Dolby Atmos

8

5

1 x Reaktek 5Gb Ethernet

V

V

V

V

V

V

V

V

V

V

V

V

V

AM5 Processors
M.2_1 slot (key M), type 2242/2260/2280 

(support PCIe 5.0 x4 mode)
M.2_2 slot (key M), type 2242/2260/2280

(support PCIe 5.0 x4 mode)
AMD X870E Chipset

M.2_3 slot (key M), type 2280
(support PCIe 4.0 x4 mode)

M.2_4 slot (key M), type 2280 
(support PCIe 4.0 x4 mode)

M.2_5 slot (key M), type 2280 
(support PCIe 4.0 x4 mode)

Total 12 ports
 2 x USB 20Gbps connector 

(supports USB Type-C®)
2 x USB 5Gbps headers 

support 4 additional USB 5Gbps ports
3 x USB 2.0 headers 

support 6 additional USB 2.0 ports

Total 13 ports
  2 x USB4® 40Gbps ports  

(2 x USB Type-C®)
1 x USB 10Gbps port 

(1 x USB Type-C® with up to 30W PD Fast-charge) 
10 x USB 10Gbps ports 

(9 x Type-A + 1 x USB Type-C®)

—

—

—

—

1C@B (PD30W)

AM5

V

V

V

64MB

ROG STRIX X870E-A
GAMING WIFI7 NEO

X870E

ATX

16(90A)+2(90A)+2

9000+(OC)

HDMI 2.1 / USB4

PCIe Q-Release

4

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(support x16 mode)

1 x PCIe 4.0 x16 Slot
(support x4 mode)

M.2 Q-Release
M.2 Q-Latch
M.2 Q-Slide

1C@B (PD30W)

2(2C@B)

1(1C@F)

6(5A1C@B)

9(4A@B, 4A1C@F)

6(6@F)

Wi-Fi 7

ALC 4080

3 x ARGB

8+8

ProCool II

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

AIDA64 (60 Days Free Trial)
HWiNFO
GlideX

Dolby Atmos

8

4

1 x Realtek 5Gb Ethernet

V

V

V

V

V

V

V

V

V

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2242/2260/2280

(supports PCIe 5.0 x4 mode)
M.2_2 slot (Key M), type 2280/22110

(supports PCIe 5.0 x4 mode)
AMD X870E Chipset

M.2_3 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

M.2_4 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

Total 12 ports
1 x USB 20Gbps connector
(supports USB Type-C®) 

1 x USB 5Gbps Connector (supports USB Type-C®)
2 x USB 5Gbps headers supports
additional 4 USB 5Gbps ports 
3 x USB 2.0 headers support
additional 6 USB 2.0 ports

Total 12 ports
 2 x USB4® 40Gbps ports 

(2 x USB Type-C®)
6 x USB 10Gbps ports

(5 x Type-A, 1 x USB Type-C® with up to 30W PD)
4 x USB 5Gbps ports

(4 x Type-A)

—

V

—

—

—

—

AM5

V

V

V

64MB

ROG STRIX X870-F
GAMING WIFI

X870

ATX

16(110A)+2(110A)+2

8000+(OC)

HDMI 2.1 / DP 1.4 / USB4

PCIe Q-Release Slim

2

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(support x16 mode)

1 x PCIe 4.0 x16 Slot
(support x4 mode)

M.2 Q-Release
M.2 Q-Latch
M.2 Q-Slide

1C@B (PD30W)

2(2C@B)

1(1C@F)

6(5A1C@B)

8(4A@B, 4@F)

4(4@F)

Wi-Fi 7

ALC 4080

3 x ARGB

8+8

ProCool II

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

AIDA64 (60 Days Free Trial)
HWiNFO
GlideX

Dolby Atmos

8

4

1 x Intel 2.5Gb Ethernet

V

V

V

V

V

V

V

V

V

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2242/2260/2280

(supports PCIe 5.0 x4 mode)
M.2_2 slot (Key M), type 2242/2260/2280/22110

(supports PCIe 5.0 x4 mode)
AMD X870 Chipset

M.2_3 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

M.2_4 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

Total 9 ports
1 x USB 20Gbps connector
(supports USB Type-C®) 

2 x USB 5Gbps headers supports
additional 4 USB 5Gbps ports
2 x USB 2.0 headers support
additional 4 USB 2.0 ports

Total 12 ports
 2 x USB4® 40Gbps ports 

(2 x USB Type-C®)
6 x USB 10Gbps ports

(5 x Type-A, 1 x USB Type-C® with up to 30W PD)
4 x USB 5Gbps ports

(4 x Type-A)

—

—

—

—

—

—

AM5

V

V

V

32MB

ROG STRIX X870-A
GAMING WIFI

X870

ATX

16(90A)+2(90A)+2 

8000+(OC)

HDMI 2.1 / DP 1.4 / USB4

PCIe Q-Release Slim

2

4 x DIMM,
Max. 256GB, DDR5

1 x PCIe 5.0 x16 Slot
(support x16 mode)

1 x PCIe 4.0 x16 Slot
(support x4 mode)

M.2 Q-Release
M.2 Q-Latch
M.2 Q-Slide

1C@B (PD30W)

2(2C@B)

1(1C@F)

6(5A1C@B)

8(4A@B, 4@F)

4(4@F)

Wi-Fi 7

ALC 4080

3 x ARGB

8+8

ProCool II

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

AIDA64 (60 Days Free Trial)
HWiNFO
GlideX

Dolby Atmos

8

4

1 x Intel 2.5Gb Ethernet

V

V

V

V

V

V

V

V

V

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2242/2260/2280

(supports PCIe 5.0 x4 mode)
M.2_2 slot (Key M), type 2280/22110

(supports PCIe 5.0 x4 mode)
AMD X870 Chipset

M.2_3 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

M.2_4 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

Total 9 ports
1 x USB 20Gbps connector
(supports USB Type-C®) 

2 x USB 5Gbps headers supports
additional 4 USB 5Gbps ports
2 x USB 2.0 headers support
additional 4 USB 2.0 ports

Total 12 ports
 2 x USB4® 40Gbps ports 

(2 x USB Type-C®)
6 x USB 10Gbps ports

(5 x Type-A, 1 x USB Type-C® with up to 30W PD)
4 x USB 5Gbps ports

(4 x Type-A)

—

—

—

—

—

—

AM5

—

V

V

32MB

ROG STRIX X870-I
GAMING WIFI

X870

Mini-ITX

10(110A)+2(110A)+1

8600+(OC)

HDMI 2.1 / USB4

PCIe Q-Release Slim

2@ROG FPS Card

2 x DIMM, 
Max. 128GB, DDR5 

1 x PCIe 5.0 x16 Slot
(support x16 mode)

M.2 Q-Latch

2(2C@B)

8(1@F, 4A1C@B, 1A1C@ROG Strix Hive II)

2 (2@F)

6 (3@ROG FPS Card, 3A@B)

Wi-Fi 7

ESS® SABRE9260Q (ROG Strix Hive II)

2 x ARGB

8

ProCool II

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

AIDA64 (60 Days Free Trial)
HWiNFO
GlideX

Dolby Atmos

3

2

1 x Intel 2.5Gb Ethernet

V

V

V

V

V

V

V

V

V

V

V

AM5 Processors
M.2_1 slot (key M), type 2280 

(support PCIe 5.0 x4 mode)
AMD X870 Chipset

M.2_2 slot (key M), type 2242/2260/2280 
(support PCIe 4.0 x4 mode)

Total 10 ports
 1 x USB 10Gbps connector 

1 x USB 5Gbps headers 
support 2 additional USB 5Gbps ports

2 x USB 2.0 headers 
support 3 additional USB 2.0 ports

(@ROG FPS Card)

Total 10 ports
 2 x USB4® 40Gbps ports (2 x USB Type-C®) 

(2 x USB Type-C®)
 5 x USB 10Gbps ports 

(4 x Type-A + 1 x USB Type-C®)
 3 x USB 2.0 ports 

(3 x Type-A)

—

—

—

—

—

—

—

—

—

—

—

AM5

—

V

V

32MB

ProArt X870E-CREATOR
WIFI

X870E

ATX

16(80A)+2(80A)+2

8000+(OC)

HDMI 2.1/DP in(to USB4) / USB4

PCIe Q-Release Slim

4

4 x DIMM, 
Max. 256GB, DDR5 

2 x PCIe 5.0 x16 slots 
(support x16 or x8/x8 modes)

1 x PCIe 4.0 x16 Slot
(support x4 mode)

M.2 Q-Release
M.2 Q-Latch
M.2 Q-Slide

2(2C@B)

2(1C@B,1C@F)

1C@F (PD30W)

7(7A@B)

2(2A@F)

7(1A@B, 6A@F) 

Wi-Fi 7

ALC 1220P

3 x ARGB

8+8

ProCool II

FW TPM

10-1 pin

Norton 360 Deluxe (60 Days Free Trial)

ProArt Creator Hub
CreationFirst

GlideX

—

8

5

1 x Intel 2.5Gb Ethernet
1 x Marvell 10Gb Ethernet

V

V

V

V

V

V

V

V

V

V

V

AM5 Processors
M.2_1 slot (key M), type 2242/2260/2280 

(supports PCIe 5.0 x4)
M.2_1 slot (key M), type 2242/2260/2280

(supports PCIe 5.0 x4)
AMD X870E Chipset

M.2_3 slot (key M), type 2242/2260/2280
(supports PCIe 4.0 x4)

M.2_4 slot (key M), type 2242/2260/2280/22110 
(supports PCIe 4.0 x4)

Total 9 ports
1 x USB 20Gbps(1 x USB Type-C®)
2 x USB 5Gbps ports (2 x Type-A)
6 x USB 2.0 ports (4 x Type-A)

Total 11 ports
2 x USB4®  40Gbps ports (2 x USB Type-C®)

1 x USB 20Gbps port (1 x USB Type-C®)
7 x USB 10Gbps ports (7 x Type-A)

1 x USB 2.0 ports (4 x Type-A)

—

—

—

—

internal AMP

V

—

1

—

V

V

32MB

AM5

TUF GAMING
X870-PLUS WIFI

X870

ATX

16(80A)+2(80A)+1

8000+(OC)

HDMI 2.1 / USB4

PCIe Q-Release

2

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(supports x16 mode)

1 x PCIe 4.0 x16 Slot
(supports x4 mode)

M.2 Q-Latch

2(2C@B)

1(1C@F)

1C@F (PD30W)

3(3A@B)

6(4A@B, 2@F)

5(1A@B, 4@F)

Wi-Fi 7

ALC 1220P

3 x ARGB

8+8

ProCool

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

GlideX

DTS Audio Processing

8

3

1 x  Reaktek 2.5Gb Ethernet

V

V

V

V

V

V

V

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

M.2_2 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

AMD X870 Chipset
M.2_3 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

M.2_4 slot (Key M), type 2242/2260/2280/22110
(supports PCIe 4.0 x4 mode)

Total 7 ports
1 x USB 20Gbps connector (supports USB Type-C®

with up to 30W PD Fast-charge) 
1 x USB 5Gbps header supports 2 

additional USB 5Gbps ports
2 x USB 2.0 headers support 4 

additional USB 2.0 ports

Total 10 ports
2 x USB4® (40Gbps) ports  (2 x USB Type-C®)

3 x USB 10Gbps ports (3 x Type-A)
4 x USB 5Gbps ports (4 x Type-A)

1 x USB 2.0 port (1 x Type-A)

—

—

—

—

internal AMP

V

V

1 x COM header

AM5

—

V

V

32MB

PRIME X870-P

X870

AM5

ATX

14(80A)+2(80A)+1(80A)

8000+(OC)

HDMI 2.1 / USB4

PCIe Q-Release

2

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(supports x16 mode)

2 x PCIe 4.0 x16 slots
(support x1 mode)

M.2 Q-Latch

2(2C@B)

—

—

2(1A@B, 1C@F)

5(3A@B, 2@F)

8(4A@B, 4@F)

—

ALC 897

3 x ARGB

8+8

ProCool

TPM header

14-1 pin

Norton 360 Deluxe (60 Days Free Trial)

—

—

7

2

1 x  Reaktek 2.5Gb Ethernet

—

V

V

V

—

V

—

—

—

—

32MB

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

AMD X870 Chipset
M.2_2 slot (Key M), type 2242/2260/2280

(supports PCIe 4.0 x4 mode)
M.2_3 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

M.2_4 slot (Key M), type 2280
(supports PCIe 3.0 x2 mode)

Total 7 ports
1 x USB 10Gbps connector (supports USB Type-C®) 

1 x USB 5Gbps header supports 2 
additional USB 5Gbps ports

2 x USB 2.0 headers support 4 
additional USB 2.0 ports

Total 10 ports
2 x USB4® (40Gbps) ports  (2 x USB Type-C®)

1 x USB 10Gbps port (1 x Type-A)
3 x USB 5Gbps ports (3 x Type-A)
4 x USB 2.0 ports (4 x Type-A)

—

—

—

—

—

—

—

1 x COM header

PRIME X870-P WIFI

X870

ATX

14(80A)+2(80A)+1(80A)

8000+(OC)

HDMI 2.1 / USB4

PCIe Q-Release

2

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(supports x16 mode)

3 x PCIe 4.0 x16 slots
(support x1 mode)

M.2 Q-Latch

2(2C@B)

—

—

2(1A@B, 1C@F)

5(3A@B, 2@F)

8(4A@B, 4@F)

Wi-Fi 7

ALC 897

3 x ARGB

8+8

ProCool

TPM header

14-1 pin

Norton 360 Deluxe (60 Days Free Trial)

GlideX

—

7

2

1 x  Reaktek 2.5Gb Ethernet

V

V

V

V

—

V

V

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

AMD X870 Chipset
M.2_2 slot (Key M), type 2242/2260/2280

(supports PCIe 4.0 x4 mode)
M.2_3 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

M.2_4 slot (Key M), type 2280
(supports PCIe 3.0 x2 mode)

Total 7 ports
1 x USB 10Gbps connector (supports USB Type-C®) 

1 x USB 5Gbps header supports 2 
additional USB 5Gbps ports

2 x USB 2.0 headers support 4 
additional USB 2.0 ports

Total 10 ports
2 x USB4® (40Gbps) ports  (2 x USB Type-C®)

1 x USB 10Gbps port (1 x Type-A)
3 x USB 5Gbps ports (3 x Type-A)
4 x USB 2.0 ports (4 x Type-A)

—

—

—

—

—

—

—

1 x COM header

AM5

—

—

—

32MB

TUF GAMING
B850M-E WIFI

B850

mic-ATX

8(80A)+2(80A)+1(80A) 

8000+(OC)

HDMI 2.1 / 2 x DP 1.4

PCIe Q-Release 

4

4 x DIMM,
Max. 256GB, DDR5

1 x PCIe 5.0 x16 Slot
(supports x16 mode)

—

M.2 Q-Latch

—

—

—

2 (1A1C@B)

5 (2A@B, 2A1C@F) 

8 (4A@B, 4A@F)

Wi-Fi 6E

 ALC 897

3 x ARGB

8+4

ProCool

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

GlideX

DTS Audio Processing

5

1

1 x  Reaktek 2.5Gb Ethernet

V

V

V

V

—

—

—

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

M.2_2 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

AMD B850 Chipset
M.2_3 slot (Key M), type 2242/2260/2280

(supports PCIe 4.0 x4 mode)

Total 7 ports
1 x USB 5Gbps connector
(supports USB Type-C®)

1 x USB 5Gbps header supports 2
additional USB 5Gbps ports

2 x USB 2.0 headers support 4
additional USB 2.0 ports

Total 8 ports
2 x USB 10Gbps ports

(1 x Type-A + 1 x USB Type-C®)
2 x USB 5Gbps ports (2 x Type-A)
4 x USB 2.0 ports (4 x Type-A)

—

—

—

1 x PCIe 4.0 x1 Slot

—

—

—

1 x COM header

AM5

—

—

—

32MB

PRIME
B850M-K

B850

micro-ATX

8+2+1

8400+(OC)

HDMI 2.1 / DP 1.4

—

4

2 x DIMM, 
Max. 128GB, DDR5

1 x PCIe 5.0 x16 Slot
(supports x16 mode)

1 x PCIe 4.0 x16 Slot
(supports x4 mode)

—

—

—

—

2(2A@B)

5(2A@B, 2A1C@F)

8(4A@B, 4A@F)

—

ALC 897

3 x ARGB

8

—

TPM header

14-1 pin

Norton 360 Deluxe (60 Days Free Trial)

—

—

4

1

1 x  Reaktek 2.5Gb Ethernet

—

V

V

V

—

—

—

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

M.2_2 slot (Key M), type 2242/2260/2280
(supports PCIe 4.0 x4 mode)

Total 7 ports
1 x USB 5Gbps connector
(supports USB Type-C®)

1 x USB 5Gbps header supports 2
additional USB 5Gbps ports

2 x USB 2.0 headers support 4
additional USB 2.0 ports

Total 8 ports
2 x USB 10Gbps ports (2 x Type-A)
2 x USB 5Gbps ports (2 x Type-A)
4 x USB 2.0 ports (4 x Type-A)

—

—

—

—

—

—

—

1 x COM header

AM5

—

—

—

32MB

ROG CROSSHAIR
X870E GLACIAL

X870E

AM5

E-ATX

24(110A)+2(110A)+2

9200+(OC)

USB4

PCIe Q-Release Switch

4

V

4 x DIMM, 
Max. 256GB, DDR5

2 x PCIe 5.0 x16 Slots
(support x16 or x8/x8 or x8/x4/x4 modes)

M.2 Q-Release
M.2 Q-Latch
M.2 Q-Slide

1C@F (PD60W/QC4+)

2(2C@B)

2(2C@F)

12(8A4C@B)

4 (4@F)

6 (6@F)

Wi-Fi 7

ALC 4082

ESS® ES9219 QUAD DAC

7 x ARGB (1 x ARGB + 6@ARGB Spliter Cables)

8+8

ProCool II

FW TPM

10-1 pin

ESET Internet security (1 year full version)

AIDA64 EXTREME
HWiNFO
GlideX

Dolby Atmos

14 (6@onboard, 8@FAN Splitter cable)

7

2 x Realtek 10Gb Ethernet

V

V

V

V

V

V

V

V

V

V

V

V

AM5 Processors
M.2_1 slot (key M), type 2242/2260/2280/22110 

(support PCIe 5.0 x4 mode)
M.2_2 slot (key M), type 2242/2260/2280 

(support PCIe 5.0 x4 mode)
Hyper M.2_1 slot (Key M) via ROG Hyper M.2 Card, 

type 2230/2242/2260/2280/22110
(suppports PCIe 5.0 x4 mode)

Hyper M.2_2 slot (Key M) via ROG Hyper M.2 Card, 
type 2230/2242/2260/2280/22110

(suppports PCIe 5.0 x4 mode)
AMD X870E Chipset

M.2_3 slot (key M), type 2242/2260/2280 
(support PCIe 4.0 x4 mode)

DIMM.2_1 slot (Key M) via ROG Q-DIMM.2,
type 2230/2242/2260/2280/22110

(supports PCIe 4.0 x4 mode)
DIMM.2_2 slot (Key M) via ROG Q-DIMM.2,

type 2230/2242/2260/2280/22110
(supports PCIe 4.0 x2 mode) 

Total 12 ports
 2 x USB 20Gbps connector 

(supports USB Type-C®)
2 x USB 5Gbps headers 

support 4 additional USB 5Gbps ports
3 x USB 2.0 headers 

support 6 additional USB 2.0 ports

Total 14 ports
 2 x USB4® (40Gbps) ports (2 x USB Type-C®)

 12 x USB 10Gbps ports 
(8 x Type-A + 4 x USB Type-C®)

—

—

—

—

—

—

V

V

V

64MB

X870E

AM5

ATX

20(110A)+2(110A)+2

9200+(OC)

HDMI 2.1 / USB4

PCIe Q-Release

4

V

4 x DIMM, 
Max. 256GB, DDR5

2 x PCIe 5.0 x16 Slots
(support x16 or x8/x8 modes)

M.2 Q-Release
M.2 Q-Latch
M.2 Q-Slide

1C@F (PD60W/QC4+)

2(2C@B)

2(2C@F)

9(6A3C@B)

4 (4@F)

6 (6@F)

Wi-Fi 7

ALC 4082

ESS® ES9219 QUAD DAC

3 x ARGB

8+8

ProCool II

FW TPM

10-1 pin

ESET Internet security (1 year full version)

AIDA64 EXTREME
HWiNFO
GlideX

Dolby Atmos

8

5

1 x Realtek 10Gb Ethernet
1 x Realtek2.5Gb Ethernet

V

V

V

V

V

V

V

V

V

V

V

V

AM5 Processors
M.2_1 slot (key M), type 2242/2260/2280/22110 

(support PCIe 5.0 x4 mode)
M.2_2 slot (key M), type 2242/2260/2280 

(support PCIe 5.0 x4 mode)
AMD X870E Chipset

M.2_3 slot (key M), type 2242/2260/2280 
(support PCIe 5.0 x4 mode)

M.2_4 slot (key M), type 2242/2260/2280 
(support PCIe 4.0 x4 mode)

M.2_5 slot (key M), type2230 
(support PCIe 4.0 x2 mode)

Total 12 ports
 2 x USB 20Gbps connector 

(supports USB Type-C®)
2 x USB 5Gbps headers 

support 4 additional USB 5Gbps ports
3 x USB 2.0 headers 

support 6 additional USB 2.0 ports

Total 11 ports
 2 x USB4® (40Gbps) ports (2 x USB Type-C®)

 9 x USB 10Gbps ports 
(6 x Type-A + 3 x USB Type-C®)

—

—

—

—

—

—

V

V

V

64MB

ROG CROSSHAIR
X870E DARK HERO

TUF GAMING X870-PRO
WIFI7 W NEO

X870E

ATX

16(80A)+2(80A)+1(80A)

9000+(OC)

HDMI 2.1 / USB4

PCIe Q-Release

2

4 x DIMM, 
Max. 256GB, DDR5 

1 x PCIe 5.0 x16 Slot
(supports x16 mode)

1 x PCIe 4.0 x16 Slot
(support x4 mode)

M.2 Q-Release
M.2 Q-Latch

2(2C@B)

1(1C@F)

1C@F (PD30W)

3(3A@B)

6(4A@B, 2@F)

7(1A@B, 6@F)

Wi-Fi 7

ALC 1220P

3 x ARGB

8+8

ProCool

FW TPM

10-1 pin

Norton 360 Deluxe (60 Days Free Trial)

1 x Thermal Sensor header
Integrated WIFI Driver
ASUS MB Manager

ASUS GlideX
TurboV Core

ASUS MyHotkey

DTS Audio Processing

8

3

1 x Realtek 5Gb Ethernet

V

V

V

V

V

V

V

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

M.2_2 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

AMD X870 Chipset
M.2_3 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

M.2_4 slot (Key M), type 2242/2260/2280/22110
(supports PCIe 4.0 x4 mode)

Total 9 ports
1 x USB 20Gbps connector

(supports USB Type-C®

with up to 30W PD Fast-charge) 
1 x USB 5Gbps header supports 2

additional USB 5Gbps ports
3 x USB 2.0 headers support 6

additional USB 2.0 ports

Total 10 ports
2 x USB4® (40Gbps) ports  (2 x USB Type-C®)

3 x USB 10Gbps ports (3 x Type-A)
4 x USB 5Gbps ports (4 x Type-A)

1 x USB 2.0 port (1 x Type-A)

—

V

—

—

internal AMP

V

V

1 x COM header

V

V

V

64MB

AM5

ROG STRIX B850-I
GAMING WIFI7 W

B850

AM5

Mini-ITX

10(90A)+2(90A)+1

9600+(OC)

HDMI 2.1 /USB 10Gbps (DP 1.4)

PCIe Q-Release Slim

2

2 x DIMM, 
Max. 128GB, DDR5

1 x PCIe 5.0 x16 Slots
(support x16 mode)

—

M.2 Q-Latch
M.2 Q-Slide

—

—

1(C@B)

6 (4A1C@B, 1C@F)

2(2@F)

4 (2A@B,2A@F)

Wi-Fi 7

ALC 4080

2 x ARGB

8

ProCool

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

AIDA64 (60 Days Free Trial)
HWiNFO
GlideX

Dolby Atmos

4

1

1 x Intel 2.5Gb Ethernet

V

V

V

—

V

V

V

—

V

V

V

V

V

AMD Ryzen™ Desktop Processors
M.2_1 slot (key M), type 2242/2260/2280

(supports PCIe 5.0x4) 
AMD B850 Chipset

M.2_2 (Key M), type2242/2260/2280
(supports PCIe 5.0 x4)

Front USB (Total 5 ports)
1 x USB 10Gbps connector

(1 x USB Type-C®)
1 x USB 5Gbps header supports 2

additional USB 5Gbps ports
1 x USB 2.0 headers support 2

additional USB 2.0 ports

Total 8 ports
1 x USB 20Gbps port (1 x USB Type-C®)

5 x USB 10Gbps ports
(4 x Type-A + 1 x USB Type-C®)
2 x USB 2.0 ports (2 x Type-A) 

—

—

—

—

Savitech SV3H712 AMP

—

—

V

V

64MB

TUF GAMING B850-PRO
WIFI7 W NEO

B850

ATX

14(80A)+2(80A)+1(80A)

8600+(OC)

HDMI 2.1 / DP 1.4

PCIe Q-Release

4

4 x DIMM, 
Max. 256GB, DDR5

1 x PCIe 5.0 x16 Slot
(supports x16 mode)

1 x PCIe 4.0 x16 Slot
(supports x4 mode)

M.2 Q-Release
M.2 Q-Latch

1 x Thunderbolt™ (USB4®) header

1(1C@F)

—

4(2A2C@B)

6(4A@B, 2A@F)

8(2A@B, 6A@F)

Wi-Fi 7

ALC 1220P

3 x ARGB

8+8

ProCool

FW TPM

10-1 pin

Norton 360 for Gamers (60 Days Free Trial)

Integrated WIFI Driver
ASUS MB Manager

GlideX

DTS Audio Processing

7

3

1 x  Reaktek 2.5Gb Ethernet

V

V

V

V

—

V

—

V

V

V

V

AM5 Processors
M.2_1 slot (Key M), type 2280
(supports PCIe 5.0 x4 mode)

M.2_2 slot (Key M), type 2242/2260/2280/22110
(supports PCIe 4.0 x4 mode)

AMD B850 Chipset
M.2_3 slot (Key M), type 2280
(supports PCIe 4.0 x4 mode)

Total 9 ports
1 x USB 20Gbps connector
(supports USB Type-C®) 

1 x USB 5Gbps header supports 2
additional USB 5Gbps ports

3 x USB 2.0 headers support 6
additional USB 2.0 ports

Total 10 ports
4 x USB 10Gbps ports

(2 x Type-A + 2 x USB Type-C®)
4 x USB 5Gbps ports (4 x Type-A)
2 x USB 2.0 ports (2 x Type-A)

—

—

—

2 x PCIe 4.0 x1 Slots

internal AMP

V

V

1 x COM header

V

—

—

64MB

AM5


